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VuinheSm- T L o T .'
Prior to prcpanng the b|d form Visit the Site. Familiarize yoursclf wnh all existing conditions. Make all
"“necessary investigations as to locations of pipe lines and services and all other matters which can affect the work
w0 'vproposed Familiarize yourself with the plans and specifications. Read the General Condmons of the Contract. . _9

in F|Ilmg Out Proposal Forms:

" Use only forms supplied by | the Statc A O
Make an original and one (1) copy for submission, : Par. i. below. ’ . o S o
Use ink or typewriter, : ‘ . . o
- Fill in all blank spaces. I '
" Do not alter or change any wording in the proposal form
- - State all prices in both words and figures.
! Sign the proposal form with pen and ink. o ‘ . :
Yo L " Individuals sign with full name and address. Co-Partnerships: - A member of the firm must sign and include
' ... . address. List the names and addresses of all other members of the firm, Corporations: An officer of the
N "', ' corporation must sign and include name and address of Corporation. The corporate seal shall be affixed near
‘.. s . thesignature.
e T ". h. . Attach the bid bond or certified check.

<4, " " .+ i, Place the original and one (1) copy of the proposal in the blue cnvelope supphcd by the State,
ool e j- - Seal and Deliver: Delivery (mail or otherwise) must be made prior to published opening time so that Form of
e . Proposal can be opened at the Public bid opening at the time specified.

2" 3. Bid Security:

®ma n-p.cfw

5 When the total bid is $2,000.00, or more, each bidder must furnish a bid bond with the proposal, in a form
- and by a surety company approved by the State. The bond must be in an amount not Icss than five per cent (5%) *
of the amount of the base bids. The Contractor to whom the contract is awarded must also furnish Performance
and Payment Bonds, D.G.S. Form 13A and 13B, each in the amount of one hundred per cent (100%) of the
contract price.

i . Should the bidder to whom the contract is awarded fail or be unable to execute the contract, for any reason,
within ten (10) days after notification of award, then an amount equal to the difference between the accepted bid -
price, and that of next highest bidder shall be forfeited to the State as liquidated damages.

o : Certified checks are acceptable in licu of bid bond, and subject to the same conditions.
Bond and checks must be made payable to the Comptroller of the State of Maryland.

_ Bid Bonds and checks of ail but the three (3) lowest bidders will usually be returned immediately after
determination of the order of bids. The Bid Bonds and checks of all bidders may be held ninety (90) days.

4. Bid Opening:

: Will be public, at the office of the Department of General Services, at the hour stated, State Office Bunldmg,
301 West Preston St, Baltimore, Maryland 21201, on the 14th floor.

. 5. Reserved Rights:

The State reserves the right to reject any and all bids or to accept any bid in the interest of the people of the
State of Maryland. For the same reason the State reserves the right to waive any informality in a Bid.

o 6. Licenses and Qualifications: .

v X A Bidders musf be licensed as required by Construction Firm Law of Maryland (Article 56, Section 180 An-
' oL notated Code of Maryland 1957 Edition) and shall submit a Qualification Questionnaire (D. G 8. Form No. 15) as
ot i . - requested. '

Discrepancies:

Should a bidder find discrepancies in the plans and/or specifications or should he be in doubt as to the
meaning or intent of any part thereof, he must, not later than four (4) days (Saturdays and Sundays excluded)
prior to the bid opening, request clarification from the Architect, who will issue an addendum or otherwise clarify
the matter, Failure to request such clarification is a waiver to any claim by the bidder for cxpcnsc made necessary
by reason of later interpretation of the contract documents by the Architect.

_. Tiime of Completion: i : : : ; . ]

: - The .time of completxon is important and may be considered in awardmg the coritract. Thc days must be stated
,ln calendar days, Saturdays and Sundays included. . ) _ . ;
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AﬂT 1, DEFINITIONS

TR 1

.", Wi d4a: The Contract Documents consist of thc Agrccmcnt these Gmcml Conditions, Specifications and the

< Drawings, mcludmg all modxfncatnons thcrcof incorpomted in the documents before their exccution, 'Ihcsc form
tthontract IR PR i i T St ;B v - ‘

3 - bt The - Statc, thc Conlractor 'md thc Ardutect are those mentwncd as Such in: the A"ncmrnt They are

treated througlwut thc Contract Documents as if cach were of the smgular number and masculine gender,

1 (1) 'Ihe “State" shali mean the lcgally constltuted agcncy in contractmg matters for the State of Maryland,
“viz the Board of Public Works, The said Board of Public Works shall be represented in technical aspects of matters
undm r the Contract and thCSC General Londltmns by the Dcpartmcnt of Gencral Services. {

(2) Thé “Archm.rt" shall mean the rcgnstcred Archltcct (ommxssxoncd by the State to prepare the plans,
' Should no mdependcnt Architect have been appomted to prepare the contract documents or supervise the con-
,struction, then the Department of General Scrvu‘es is the'agency referred to by the term “Architect”, Whenéver
“the contract doéuments are prcpalcd by & registered Engineer, m mdcpcndent practice, and no  Architect is

! cmploycd all refcrencc to Arrlutcct Trefers to the Lngmccr. i

& ." ‘ i, (8), The “Contractor” is the person h.wmg dneu contraciunl relatmn with the State for cxccuuon nf the
i “work?, AL A g A I , g gREAR. yni
EREY i Thc ‘term “Sub-contmctor , a8 employcd herein, m(ludes only thosc having h direct contractjwith the

Contractor. It includes one, who furnishés material, worked to a special design, accordingto the phns and

el < speufucations for the “Work" It cxcludcs one who mercly furnishes matenal not so worked,

i "Writtcn Notice” shall be deemed to have been duly served if delivered in person to the individual or to a
memhcr of the firm or to an offxccr of the corporation for whom it is mtcndcd or if delivered to or sent by
rcglsurcd inail to the last business address known to hnm who gives nome. ‘ ‘

b A

£ Thc term “Work” “of the Contractor or Sub- contractnr inc\ud'.s labor or tools or materials ‘or equipment
and transportation, or any two or more of those items necessary for the execution and completion of the Contract.
f. The word “Repair” where used in these Contract l)ucumcms, shall be taken to mean to restore after i injury,
dctcnoratmn, or wear; to mend, to renovate, by such means as appropriate and to supply such materials and labor
as necessary to render the item to be rcpmrcd sound, solid, true, plumb, square, even, smooth and fully serviceable,
Upon completion of such repair it must be, unless otherwise stated, rendered to mch condition as to present a first
~class finished work, or in instances where the repaired itém serves és a base for additional finish; the repaired work
must be such as to permit a first class finish, to be applicd without €xtra cost to the State, When the word "remix‘
is used i in' connection with machinery or, mu:h.xmcal equipment it shall mean, in addition to the above, rendering
the eqmpmcnt romplc(ely scrvucalvlc and efficicnt ready fox the nnrmal use for which it was origin: lly intended.

g All “tunc lumt' shtcd in the Contmct Documcms are of the essence of the Contract, They are in calendar
days, f“;x il ‘

AIH 2. ('()N I'H/\(.I DOCUMFNT

a. The'Contract Dutumems (bcc ART, l Par. a) are u)mplemcnldry That which is cailed for by any one shall
be as lumlmg as if called for by all.!

(l) Intent of the documents is to include all Work necessary for the proper completion of the project ready
for continual efficient operation, It is not intended, however, to include any work not properly inferable,

(2) Clarification, It is assumed that the Contractor has obtained clarification of all gquestions which may have
arisen ds to intent of the Contract Documents, or assumed, m actual conllict between two or mote items in the
Contract Documents as' required in lnst'urtiom to, Bidders, Par, 7, Should the Contractor have failed to obtain
stich clarification a3 required by the Instructions to Bidders, 1h’ n lhc Architect may direct the Work to proceed by
any method indicated, specified ot required by the Contract Documents in the interest o iln'\‘vyl‘!i-,lh.;: the best
construction practice, Such direction by the Architect shall not constitute a claim for extra by the Contractor,

(}) A !‘Nﬂ!”l“. Worl described in words that have a well-known t(-(;hni(;al or trade meaning shall be held to
refer to such recognized standard use)

.
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ART, 2, CONTRACT D‘WCUMFNIo (Cont’d)

(4) ld*‘uu”caﬁnn. llw iontract Documents shall be signed in duplicate by the State and the Contractor, In
case cn}ur p'«rty shall fail to sign them then the Architect shall identify them,

b, I)ldwmgs. The Contractor shall do no Work w1thm1t pmper drawings and instructions, Drawings are in
peneral drawn ‘to. scale, however, symbols are used to. indicate matetials and structural and mechanical | re
guirements, When symbols are used the drawings are of necessity diagrammatic as.it is not possible to indicate all
connections, fittings, fastenings, ete.! which are'included as a.part of the Work, Diagrammatic indication of
mechanical piping ducts, and. conduit within, the building is subject. to adjustment in order to oblain proper
grading, passage, over, under or past obstructions, to avoid exposure in finished rooms and unsightly and ob-
struciing conditions, The Contractor shall coordinate these adjustments.,

(1) Copies Furnished, The State (D.G.S}) will furnish the Contractor without cost, fifteen (15) copies of
drawings and Specifications (the same which were supplied for bidding purposes) and six (6) copics of cach large
scale detail prepared by th(- Architect.

4d¢11!mnal Copies xmy be obtained by the (‘ontraclor upon paymcnt of the cost of reproduction of the
drawings, § ¢ 10 ks J g i

(2) (’oples on tl“c Work The C ontractor shall kccp in thc ofilce on the |ob a complrtv set of all drawings,

spcuﬁwmms, ,shop chawmg,s, schedules, etc., in guod mdcr and available to the Archltecl and rcpresentative of the
State, v : 4 § e
(3) Ownorsl\ip. All du( uments except i(lculi('icd (nntract set [d (4) ahuvel ag furnialu.d by the State remain

the property of the State, They must not be used on other work but shall bc returned to the Stat¢ upon
completion of the Work, ' HEE LK : i

4 L'\"_](. Scale Detml memgs. llu Architect” shall furmsh when necessary, additional instructions, in the
form of large scale developments of the drawings used for blddmg, or to amplify the specifications for the proper
execution jof the Work, 'These shall be trué developments of the bidding documents and reasonably inferable
therefrom. The Wonk shall bc cxccutcd in conformity therewith. [b ¢e Par, b, (1) and.(1)(a) above and Par, d, (3)
below,] A 1 '

\" 5 / ¥ iy i
- { 3

d. Shop memgs. (chg those which are prt.parcd by the Contractor or vendor of material,) The Contractor

shall submit, for the Architect’s approval, at such time as agreed (See ART. 3) shop (to include setting di: nvmgy
and. schedules) drawings as rcquncd for the' Work of the various trades, These drawings shall be prepared in,

conformity with the best prdcuce and standards for the trade concerned, Due l't'gdld shall be given to speed and
economy of labru,auun and erection,

41 { VE5A £y \ }
: My

All shop dmwmgs must show the naine of the bulldmg and job numer as assngntd by the Dep: irtment of
Gengeral Suvxccs, (e ) o A i }

WY ,"‘. (L (. \

(1) Sizé of Dtawmgs. All shop drawmgs and dem\s submmcd to thc Archltca for appmval shall be printed on
sheets of the same size as the contract drawings prepared by the Architect. When a standard of a fabricator is of
such siz¢ to print more than.one drawing on a ‘sheet of the size 'of the Architect’s drawings, this is acceptable,
Sheets: larger than the Architect’s drawings’ will 1ot be accepted except when spcc:ﬂmlly permitted by the
Department of General Services, (Exccptmn to lhe ..\bbve 1s made when the shop detail i is supplied on asheet of
letter size 8- 172" x 11" % 16- 1/2" ) : ; |

J
i

(2) Jtems to lie Detailed. Shop dctaxls ehall bc supphcd for all items whnch dre speufl(.llly fabricated for the
Work or when 'the assembly of several items is required for'a working unit, Shop drawings are required for all
reinforcing and structural steel, specially made or cut masonry. units, mlscellanmus metal work, specially made

" millwark, 'plaster moulds, or mouldmgs, marble aud slate, special rough hardware ‘and all hutw g, ventilating,

plumbing and electrical requiring special fabrication or detallcd conneclmns mcludm;, refrigeration; clvvnlurs,
dumb waiters, laboratory cqunpmcut ducls.etc.‘ Pl b2 ‘ ;

N

(J) Copies Requcrcd Sufﬁcient copus shall be supphed to provnde for rolcnuon by the Architect of two (2)

copies for his own fxle and two (2) coples for thc D.G.5. and such other number as the Contractor may desire for
his own use, : i

(4) t‘xammauon and Approvall The Archncq slmll cxamme shup (lmwmgs wuh reasonable promptness,
noting (h gired mnertmns, or granting appruval AR , \

¥l

a) Field l)lmemlmls and Conditions, ‘The Arrlntcct is not responsible for the checking of dimensions or
existing conditions i in the ficld. 'Ihls is the sole lrsponslluhty of 1hc Contractor, i

(h) Hcsn‘w,n'&‘smn When the Ardntcu 8! nulatlons or cmuuluns are cxfcnswc then thc Contraclor shall
resubmit the drawings with changes made on lh. dmnmg i i o

(c) Contractor's Responsibility. Unlcss the (mnluutor has, in wnlmg, notified the Architect to the conti: ary,
at the time of the subiission, it will be assumed that the drawings ace in conformity with the Contract Documents
and do not.inyvolye any change in the contract price or any pllangc which will alter the space within the structure or
alter the manner of operation from that contemplated in the Contract Documents.

2
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ART, 2, CONT RACT DOCUMENTS: ' (Cont'd) N
((l) Architect's Notations, should the Gontractor <.unsulcr any changt or notation [Par. (4)] above or draw- ']

mrs received in compliance with Par, ¢ above, as increasing the cost of the Work from that < umcmpl\lcd in the g
Contract:Documents, then the Contractor shall desist from further action relativé to the itemn he questions an 4
sishall notify the Architect, in wmmg within five (5) days of the additional or less cost involved, No Work shall be y
lexecuted until the entire matter i§ cleared and 4 Change Order issued it guch is granted or the Contractor is ordered 3

by the State to pro¢ eed under the provisions of ART, 11, Failure of the rontr.u tor ta scrve W ‘ritten notice as above !
xcqum-d shall umsmulc a w:uvcr of any, claim i m re uon thmto. § AT . 2

j F‘Snmlarly, should ithe Ardulccts noldtwn or! than[,o invnlvc less work th.m s covered b) the Contract !
Dncumcnts. thc Commctor slmll allow the .‘)l.ltc the eredit resulting from the change. j ‘)E
s 4 ]
R i huuld thc Contracmr consxdu‘ that any notation or. change made by the¢' Architect under provisions of this 4

“Adosetting space. No extra will | be allowcd by reuson of work rcqumng adjustmcnts in order to accommodate the

! particular item of equipment, - ¥ g
Whencvcr new work, bulldmg, ad(lmon or poruons thcrcof are nol accuratdy l()( ated by plan dimensions, the '
Architect will supply exact posumn prmr to ex ccution of the Worl\ i1 j 3

i { At t

ART, 3. SCHEDUI ES. ; i by R , ; \
" J

o ig U ay. For Prcp'\rduon of Detall memqs (Art, 2 Par. ¢. and d.), l"he Comr.wmr nn.i the z\nhn(ct shall jointly :
\prepare a schedule, fixing the dates when such instructions and drawings will be required, reasbnable time being i
allowed the Architect for proper pre pdr,mon. Should no such schcdu]c have been prepared then no cliim forextra

u):,l w1ll be rccugmzcd duc to dclay caused i n the Wurk ; : !

b |

b Paymont Value' Prior ‘to apphcauon for fifs paymcnt the Contractor shall submit to the Architéct a
i-schedule of ‘the values of the various parts of the Work, including quantities, aggre patmp the sum of the conftract. 3

«+ This shall be so ‘divided 'as'to facilitate payments to subcontractors (See Art, 81, Par, c.). The schedule shall be &
. suppnrtcd by such data as to its corrrctncss as the Arclmtct may: reasonably require. i

; ¢. Materials Purchased Under. I\Ilowance The Archllcct wnll provide schedules for all materials to he pur- ¥
) ch.m d from specified allowance, = ) : ‘ 4

' "
o 1, Painting and Color, The Arc hncct and Cmmacmr shall julll(ly Pr(‘pdr:, the paint and color schedules. The i
Arclntcu shall direct the cxrut color, lulure and ﬁmsh. | 1
ART. 4. MATERIALS. " gtk ¢ I Y ACRTERE Gy : %
a, Materials include all manufactured pmduus and processed and unproceswl natural substances required for s
completion of the Gontract. The Contractor, in accepting the Contract, is assumed to be thoroughly familiar with a
the materials required and’theirlimitations as to use, and requirements for connection, setting, maintenance and 0
operation; Whenever an article, material or equipment is specified and a fastening, furring, corinection (including y
utility conthéctions), or access hole, flashing closure piece, bed or'accessory is normally considered essential to its ':
installation in good quality construction, such shall be included as if fully specified, Nothing in these specifications 4
shall be interpreted as authorizing any work in any manner contrary to applicable laws; codes or regulations, (Sce 3
ART, 7). v : A I i

’ 4

(1) ' Approval, All ‘'materials: ate subject to the Architect’s approvalias to conformity with the specifications, 9
quality, de: ,lgn color, ¢tc. No.work for which approval is necessary shall be contracied for, ot used, until written 4
approval is given by the Architect, Approval of a sub- confractor as such does not constitute approval of a material i

.,‘-‘z;?o,‘,‘fy-,,jv,r‘.::m‘ek': IS !-: ;'pfds:;m ;‘,,V'On Y R 0040 I o S £ o YT ORI R ———

(viconflict therewith, Whenever a stock size manufactured item or picce of equipment is specified by its normal size,

e

paragraph, Par. d, Shop Drawings, or Par, ¢, abave, as involving a complete change in the subcontractor’s relation or p

the subsmuuon of a material dlffcl cnt fmm that on which the contract was based thcn the Contm(t or shall act as t
¥
)
¥

(A, Dlmcnslons. ‘The Contractor shill carefully check ail dlmcnsmns prior to execution of the particular work
“effected. Whenevcr inaccuracies or discrepancics are found the Contractor shall consult the Architect prior to any
constructionor “démolition. Should any dimensions be missing, the Architect will be consulted and supply them
prior: to exccution of the Work. Dimensions for itéms to be fitted into constructed conditions at the job will be i
taken at the job and will be the responsibility of the Contractor. Thé obvious intent of the documents or obvious !
. 'réquirement dictated by conditions cxmlng or being Lonstructed supcrscdcs dimensions or notés which may be in ;

it is the responsibility of the Contractor to determine the actual spage requxrcmrnls for setting or entrance to the

which is pther than that included in the specifications,

(2) New Materials, Unless nthcrwxsr specified, all materials'shall be new.

AT e e 3

(3) Que Jlly Unless otherwise spcnh d, all materials ghall be n( the best quality of the respective kinds.

(«') Samples, The Contractor shall huuhh for approval all samples as directed, The work shall be the same as
the approved samples,

.l

(5) Proof. of Quality. The Cantractorishall,;if requested, furnish satisfactory evidence ds to the kind and ;
quality of materials either'belore or after mstallation. He shall pay for any tests or inspections called for in the {
specifications and such as may be deemed necesgary in relation to Usubstitutions’’, Par, (2) below, i
5

3 5

9

{

1
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ART. 4, MAT E’nML : (Cont'd),, /A
(6) (.nnlra(.ml s Ontiﬂn. When several products or manufacturers ar¢ named in the specifications for the same §
purpoge; or use, then the Contractor may select any of those so named. However, all of the units required for a | L ~§
) project must be the samein material and manufactures -} -
& B e
(7)"0r Equal" “Equal®; “l\pproved Equal". llndsc terms are used as synonyms throughout the specifications, w4
¥ llhcv are implied in reference to all named manufacturers unless otherwise stated, Only materials fully equal in all 4
.+ details will be considered, lllc Dcpnrtment of General Scnu es is the final jlldge as to equality, [See (1), (8), and i
SR '(J) 'ﬂ)ovc, and (8) below.}' 4! AR S L ; 4
(8) Substitutions, Should the, Contmctor desire to substitute anolhcr nntcnal for one or more specified by !
name he shall apply, in writing, for such permission and state the credit or extra involved by the use of such )
material, The Architect will not consider the substitution of any matérial different in type or construction methods y
unless such substitution effects a bcncflt to the State [see (1) and (4) above] , 2
# (a) Contractor shall not submnt ior approval materials other than those’ specified without a written statement a
that such a substitution is proposed, Approval of a “substitute material” by Architect or Engineer when the ‘:
¥, ; Contractor has not desigmated such' material as a “substitute”, shall not be binding on Owner, nor release Con- »
8 o i tractor from any obhgatmns of his contract, unlcss Owner approves such ‘“‘substitution’ in writing, Y
i 4
“i;"'-' (9) Oid Matenals. old m.ucnals must not be used as subsu‘ules for ncw, regardlcss of conJmou or repairy x
?}r unless approved in wulmg. Vi ok R i 3
;} (10) Standard’ Specnflcatlons. '‘When no specmmuon is citcd and the qualxty, procesamv composition or 3
& method of installation of a lhmg is only generally referred to, then—, "' :
B e
18 !
b (a): For items'not otherwnse specified bclow, the latcst edmon of the apphcablc Amcncan jociety for Testing 1
3" ! Materials bpccnﬁcatlons. kil s A ¥ !
Big?, b { *,, i !
% ‘(b)) For items’ covcrcd by tht. appllcablc purtmns, the Natlonal 'Burcau of Fire Underwnlerq Code, ¢
&l ‘ (c) For |tcms gcncnlly consxdcrcd as plumbing an(l Lhose ncms requirin lumbin conucrtmns, thic applicable ;,'
5 q g P g 1
2‘\ portiong of (hc latcst edition of the B.0.C.A., Code. A . .
%)
it (d), For nﬂm gcnurrlly considered as he ating, refn;,cmling, air- c0ndmonmg or wenhlunmz, the applicable
P & pu.no 15 of the latest ‘edition of the A.S.H.R.A.E. Guide and Data Baok publnshcd by the American Socicty of
3_"- ‘ Heating, Rdnguatmg and A:r Comhtmmng Engineers. _ , }
&
}; (11) 'Storage. The Contrutor shall confine his appar'\tus and the storage uf matetials to the “offroad” area £
Rk delincated as the *Limit of Contract”, He shall not load or permit any part of the structure to be loaded with a . ’
v\ weight that will (ndanycr the safety of the struuurc or any part thereof. ;‘
Bl .
s a, prlmlvcr i
S « '
£
3 ,wploswcs shnll not be storcd upon any plopnly bclongmg to thc State, ,
;;jv i bhnuld thr' Contractor desire to use cxploswes on any pchct on btdte property he shall first receive Written
H approval of the Secretary. of (:(.ncml Services which approval will stipulate time place and quantity to be used and
"‘;: g manner of use, H
{: The Contractor shall assume all responsibility for injury to persons or property damage which may result from Jl
the use or transportation of explosives, as well as complying with any and all ordin: mees, regulation and restriction '
%. _ in relation to the use of explosives. !
i : b. Paints, etc. ‘
J Oil base paints and infla mmabk liquids shall not be stored in large quanhtcs in the building. Containers shall ;
i be limited to five (b) gallon size, Any liquid with a flash point of less than one hundred (100) shall be contained in ¥
safety cans, UL approved. Liquid with a higher flash point shall be stored in rigid cans, Glass containers shall not be f
used, bajit Ak, 4
’ ' i )
Oily rags, w.\su LlL must be x'cmnvul flmn the lnul(lmg ut thc close of each working day. n
L 4
Ez ART. 5. EMPLOYEES AN[) WOHKMANSHIP . i
: . (See also ART, 1} Par.e,and £,) " 1
: a. Qualification of Employees, Only personnel thoroughly trained and skilled in'the tagk assighed them may )
; be employed on any portion of the Work; Any employee found to be unskilled or untrained in his work shall be )
l y removed from the Work, - 1
(1) Licensed Employees. When municipal,‘county, state or Federal laws require that certain personnel (clec-
tricians, plumbers,ete,) be licensed, then all such personiel employed on the Work shall be so licensed.
4 ]
3
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, e, Work I\H.ds. The Gontractor &hd“ ¢onfine the upcratinnq of his cmpluycw to the limits as provided by law,
W Lordinancej permits or directions of the De pnrtmcnl of (-cnual Services. G cncmlly, the Yoff-road” area will be the

WOk same as the “l.rnut of (.ommct line, ; R } i

| Ayl e Bl |
-'.,4‘,‘ )

Ay
2 | - 3 B

{& (1) All workrmnshrp ‘shall be o( goud quallty Whmcvcr the method of the Work or manner of prmulm( is

. ' nol specifically stated or shown in the cofitract documents, then it is intended that the best standard practice shall

. be adhered to, Recommendations of the manufacturers of approved materials shall be considered as'a part of these

s specifications and all materials'shall be applied mstalled connected, erected, used, cleaned and tonditioned as so

called for thereby. This, however, does not remove any rcquncment in thcsc spu‘rfualrons to add to the manu-
facturcr § recommcndalmns. [See also ART. 4, Par. a, and Par, a.(10),] . |

(") ‘Al materials, sh'rll be. accumu.ly asscmbled set, etc., and when §0 requlrcd in good construction, shall be
/ true to ling, even, square; plimb, level and regularly spaced coursed, ¢tc, Under no circumstances, either in new or

8 old work shall any material be applicd over another which has not been lhumughly cleaned, sandcd or otherwise

£l 1 i

: ; rrcatcd 50 8 not to imp:ur the finish, adheuon or cffruency of the next applied ucm. AR At

o (3) All methods andibxloccdurc and results are. subjcct to thejArchitect's approval as to hmshed result to be
w1 ~obtained. However, this is not to be inter Frcted as, placmg upon the Archrtcct ‘any responsrbrhty lor the “Work"
i managcment wluch is solely the responsrbr ty of the Cohtractor, At o ]
Wiaen'y ¥ Bt AV TR R Lk REP R -
,‘ v e. Jommg of Work (Cuttrng, Patt.hmg and Drggmg) Tl & VARtV Ty B B ALV t
‘7:'; Vs it (l) The Contractor shall s0 schedule the Work as to insure efﬁcrent and umnterruprcd progress and to hold ta
y 18 absolute minimum: the cumng arul patchlng o( new work All Cumng, patching and dlggmg necessary to the
oy execuuon of the Work is includcd gz L g AR e TR T MR a8 PR 1 A

i1 (2) The Contractor shall $0 schcdule (to hlclude Sub—contrads) thc constriiction pcr formed by édch group or
/¢ trade that each installauon or portion of the construction shall member w:th and join with every othier new or old
Work as requrred for a complc‘te mstallatrpm all according to accepted good constructron prac ucc. ' "

l"'- < ..\. P

f Supcrinrendent. Tixc Contractor shall kecp on| h:s WOl'k a: a!l limcs durmg its progress, a'cmnpctcnt
“superintendent and ‘any necessary assistants] all approved by tlre Department of General Services. Prior to com-
mencement of the Work, the Contractor shal‘ submit in writing to the Department of General Services the name of
%1 the person it is intended to employ as Superintendent for the exccution of this contract with a statement of the
proposed %upermtcndent s qualifications. This data will be reviewed by the Department of General Services and an
approval or rejection given in Writing. Persons who have previously proved unsatisfactory on work exccuted for the
State of Maryland, ‘'or who are without proper. gualifications, will not be approved. Should it be necessary to
change the superintendent this procedure will be repeated. A single Superintendent will be pérmitted to super-
intend two or more jobs located at the same institution or close’ to each other only when approved by the
Department of General Services in writing, The Supermtend(-nt shall represent the Gontractor. All directions given
to the Superintendent shall be as binding as if given to the Contractor, Important directions shall be cmmrmul in

writing m the (‘onu actor, Other drrectruns shdll be so Lonfrrmed on written requcst in each case,

(1) bhould the Supcrintendcnt be compldlmd ot‘ by the Dcpartm(m of Ge =neral Services for cause, he shall be
xcmoved hom the Work and a new Supcrmtendcnt obtamcd and approvud as de scnl)ul above,

¢

v | LY

g Dlsrlplme. Thc Contraclor shall at all tlmes enforcc strict disc rplmc and good order among his employees
and shall not employ or permit to remain on the Work any unfit person. He shall enforce all instructions relative to
use of water, heat; power; no smoking, and control and use of fires as required by law, the institution, or the
D.GS. E mpluyCLs must nol be allowed to loiter on the'premises before or after job working hours,

h, Employees’ afety The (‘unlra( tor shall take nll necessary prec’mtmns for the safety of employees on the
Work, and shall comply with all applic able provisions of Municipal, State and Federal safely laws and h‘nlclm;
codes to prevent accidents or m_rury to p rsons ong about or deJ(.CIH to the pre mises where the work is being

performed. (See ART. 8-c.)

(1), The Contractor shall dcsrgnate a rcspnnslble member of his organization, on the Work; whmr' duty it shall
be, in addition to his other duties, to prevent accidents; The name and position of the person so designated shall be
reported to the Department of General Se rvices, | wrth a copy. to the Architect, by the Contractor at the com-
mencement of the Work,

i

i (‘t,-%i!il,l of Inwerest.. No employeé! of the State of Maryland, or any department, commission, agency or

branch thereof, whose duties as such employee include matters relating to or affecting the subject matter of this

contract, shall, while such employee become or he'an employee of the party or parties hereby contracting with the
said State'of H ityland, or any department, commission, agency or branch thereof,

]
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ART, b, EMP LUY r,r:s AND WORKMANSHIP; . (Cont d) .

b Qua :mty of Labor, The Contractor shall employ on the Work, at all time's suificient personnel to complete i

lhc Work within the thn( stated in his hnl (See also ART. 1, Par, g,). g
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mr G. novmms AND P/\TENTS hy i L RO . \ A
. The Cotitraétor shall pay for all rnyaltus and license (Lcs. He shall defend all suits ar claims for infringe ment §

L of any patent rights and shall saveé the State harmless from loss on account thereof, except that the State shall be

‘ 1c~pnuslbh for all such loss when a partitular | progess or the product of a parhcular m.mufaclurer or manufacturers 4 %0 L™

k s specified, hut if the Cnmxa«tor has, inhnmatxoh that the process or article§ specified is an infrihgement of a i ) ».)

£ palcnl hc sh.ﬂl be rcspunsxblc for such \oss unlcss he prumptly givcs such mfommnon to thc Architect or n.c State, :

ART, 7. LAW Pmuvu'rs AND n:puLATIONs R Aot Rhiy s KT daeh'r) ‘ Brade 8 (

,d. The State will file WII‘I appmprlate local :mthgnty drawings aml spccnf:cauons and any pertinent data §

‘reasonably proper for their mlormdtmn. The Contractor will not be required to pay any fees to local authoritics

lur mspcctmn or for the pnwlagu or rxght to exccute, the work called for thereunder. :

-l S
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Azt

The Cumrauor mist’ be lu.cnscd as n.qmrcd by Laws of the' State of MnryLuul (Art. 56 Sec, 180, he !
x\nnm ited Code of Maryland, 1957 Edition) and must bc quallflcd by submxssmn and approvyal of a (,Jx.thht.ntum '
gllcstxc)xlxlnlrc (0. G.S Form 15) when requcsted

F ¥ f
t i 3 b

' The Contractot shall give all notices and comply with all State 'md Federal Iaws, ordinances, rules and -
l‘(‘gllldtl()ns bearing on the conduct of the Work as drawn and specified. If the Contractor observes that the
cdrawings and Spccilu.muns are at variance therewith, he shall pmmptly notify the Architect, in writing, and any
necessary changes shall be adJustcd as provided in the Contract for changes in the work. If the Contractor performs’
any work knowing iti to be contrary to such laws, ordlmnccs rulcs and rcgulauons .md wnhout suc h mmcv to thc !
Andutu.t hc sim]l pc'\r all costs arlsmg therefrom. ' 1
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(Relar s d. I‘hc (.onlmctor must. comply withthe provismns of the Workmcn 5 Compcnsauon Act and Federal, State
and Cxty Iaws rclatmg to hours of labor, '~  Y. S B RARCHEE t g FAA
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ART 8 PROTECTION OF WORK AND PBOPERTY i ;
ey flag 'Ilu. (.rmtradtot shall contmuously mamtain adcquatc protccnon of all hxs work from damage and shall
1 protectthe State propcrty [rom injury or loss arising in connection with this Contract, He shall make good any
such damage, injury or loss, exccpt such as may be directly dug to errors in the Contmct Documents or cansed by

L agents’or t'mployccs qf the Stalc. He shall adcqua(cly brotcct adjaccm propcrty as pruvulcd by law and the

Conlract l)ouuncnls. VLR s e y

e

eV

. b.. Box #ll trees' along the w1y of access, also all trees surroundmg Ihc building which are liable to injury by A ;
o vt the moving, storing and working up of malcrmls Use no permanent tree for attachment of any ropes or detricks, ’ )
ﬁ‘ gty Replace and put in gnod condition every public way and private way, catch basin; conduit, trees, fence or things ‘

i ‘ _injured in r.mymg out this Cuntract unless the same shall be permanently done away with by ordet of the
; " Architect. Nie

St D 2 B

3
&
=¥

) ¥ 3 .
¢, The Contractor shall erect zlnd properly m:lintain at all times, as rcquircd by the (‘nmlitinns and progress pf
the Work, all necessary safeguards for the protection of workmen and the public and shall post danger signs

warning against ‘the hazards created by such features of construction as protruding nails, hod hoists, well holes,
elevator hatchways, sca[ioldmg, wmdow openings, stalrways and talhng materials.
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d, In any uncrgcncy .\lfcctm;? thc safety of life, or of thc work or of the adjoining property, the Contractor,
without spec ial instruction or authorization is hercliy pcrmittcd to act, at his discretion; to prevent such thyeats nv‘«l
loss or m|u1y However, if he,is specifically instructed by proper authority he shall so act, without appe al. Any
\ wmpcnmnun clanmd by lhc m}trm tor on account of emergency work shall bc determined as outlined in'ART,

ST

11.

‘({ p 1
« \ i
1 ART. 9. INSPECTION AND SUPERVISION OF WORI,

. o g %
3 a. Al “Work™ including the fabrication and source of supply is subject to inspection by the Architect and the
¥ Department of General Services, and such other agencies as are named in thege General Conditions and/or Speci-
; fications and those agencies required by law to inspect specific items.:
‘" The “Work” will be executéd under the supervision of the Architect who prepared the Contract Documents

when such Architect has'been commissioned by the State for such superyision, He will bie assisted by the inspector
representing the Department: of General Séivices, When no “Architect is so/ commissioned the Department of
General Services will both supervise and inspect tlu project, See alm ART, 82 and ART, 83.

¢. The Contractor shall prmldr' Facilities for acéess und inspe ction as re qunu% in a, and b, above,

d, If the specifications, thé Architect's mmuulnn,, lms ordinanées or any public authority require any work
to be specially tested or approved;ithe Contractof shall give the Architett timely notice of it readiness oy
inspection, and if the inspection is by another authority, the date fixed fnl such'ingpection, Inspéctiond by the
Architect shall be made promptly’ and where practic Jl)lu at the somrce of supply. Any work covered ‘without
ipproval of the Architect must, if tequired by the Architect, or the Department of General Scrvices, be ancovered
for examination at the Contractor’s expense.
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ART. 9. IN SPECTION AND SUPERVISION OF WORK: | (Cont'd)

e, R(‘ examination of questioned work may be! ordered by the Architect or the Department of General
Serviceg at any time, If s0 desired, the wark must be untovered by the Contractor, If such work be found in
accordance with the Contract Documents the State shall pay the cost of re-examination and replacement, If such
work be found not in accordance with the Contract Documents the Contractor shall pay such cost, unless he shall
show fhat the defect in the work was L.xused by another Contractor, and in that event the State sh: 8t pay such cost.

\ 1
i ‘

/\HT 10 CONTRACTOR'S SUP&RVIS'ON 0 \

(bec also ART 5 Par. f)

"4y The Contmctor shall constamly mamtam el‘ﬁcrent supcrvrsmn of the Wnrk, vsing his be'st skill and co-

4 rdinatmg ablllty. He!shall carefully; study and compare all drawings, specifications and other ins tructions and
check! them against Condnions exnstmg or being constructed on the project, He shall at once report to the Architect

. any error, inconsistency ‘or omission which he may" discover.’ (See also ART. 2, a. and e., and Instructions to

, Bidders, Par, 7.),;The Contractor shall not be held responsible for the existénce or discovery of such errors or

. 'contlicts and ncrther shall the adjustment of such errors or conflicts be grounds for claim for extra on the part of

' + the Contractor unless such adjustment involves work not obvlously contemplated by th§ (,ontr act, Documents or
nccessary to progress ofthe Work: ¢ ppdr i) Bl ST T S g {y

CART, 11, CHANGES N THE wom\ AT L 20T S G AR _‘ ik

i T Should it be desrred nt any ume, ‘or tlmes, dunng thc progrcss of thc Work to make any alterations, or

‘ . changes, or to add to or delet work, the State shall havc thc und:sputed nght to make such dnn;ms, omissions,

~additions or altcratrons by wntten order,

; bl* When ch.mges, alteranns, deducuons or addmons are so ordered the value of any such Work shall be
' dctummed in one of t,hc followrng ways: .

)
| : row
o ¥

AR (l) When unit) pnc:s are, stated in 1hc Contract or have been mbsequently agreed upon, by appllcallon of

A

thoseumtpnces. FASik PO W ; .
o3

(2) When the urut pncc schedule does not exist or is ot applicablc by elther of the following mcthods b
(a) By estlmate and agrcement by both Contractor and Owner, ar, '] g

(bs When the Contracfor hnd the Owner shall fail to agree upon a lump sum bnce the mer shall have the
. right to issue an ‘ordeér’ for thc Work and a correcl amount shall be kePt by the Conuactnr of the actual cost

i g g :" o

(b-1) The actual sums pand to labor for Work made necessary by the ordered change ® i
subject \o dlscount are not consxdered actual

"overhead and profit, If, however a Subcontractor has added fifteen ( 15) per cent to all or any portjon of the sum
Yof (b-1) and (b-2). above the*Contractor may . add lonly eight (8) ber cent to the portion for which ' the
Subcontractor has added thc fxfteen (15) per cent By

¢ (b-4) To the amount mmputed as in (b-3) above shail be added the rental of machine-power tools or special
o equnpment including fuel and lubricanti which are necessary to execute the Work required by, the change order,

he Owner. and Contractor which raté generally to be maintained by the
4 Associated Equxpment stmbutors of Waehington, D, (85 to which rates no percentages shall be added,

(b: 5i I‘urthcr, on, Work coyered b)) the change order the Contractor will be rcimbursed for his expeénditures

for Workmen's (‘ompcnsatmn Insurance, Public Liability Insurance, Social n\(‘unly Taxes and Unemployment

' | Compensation covcrmg men artua]ly Lngaged upon the Work and the actual increase cost of Bond, This without
any pcrccntagc addcd

(b- b) The cost bf foremcn .md supcnntendents may be added in (b-1) above only when the change order
makes necessary. the hiring of additional supcrvlsory personncl or makcs their employment for time additional 1o
that rcq\urcd by thc basic cofitract,| | ., et

(() The anputati'm of cxcdlls to the State sha“ be computed in thc same manner as described above for
-:ld d compensation and the two sums balanrc(l to dclermme the'adjusted total cost or credit, No allowance to the
Contractor shall be made of allowed for lo,s of anticipated pmﬁls on account of any changes in the Work,

c. No order Ior changc at any time or placc slmll in any manner ox to'any extent relicve the Contractor of any
of his obligations under the Contract,”

d, The Architect shall have uuhonly to make minor changes in the Work not involving extra cost, and not
inconsistent with the purposes of the building, Otherwise, except in any emergency endangering life or property,

7
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(b-2) The actual ‘sums’ paid for matorials utilized lr; executmg the ordered changc. List pnces and pxicce g

“(b- ) To the sum of items (b l) and (b-2) a'bove shall be added frfteen (IS) per cent to cover fhr- (‘ontnctor S
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i “ART, 11. CHANGES IN THE WORK: [Gorttral il L ARETG B N 3
& Y no extra work or chiange shall be madc unlcss a wmtcn order lrom the I)cpartmcnt of General Services sipned or
AV counlersrgucd by the Secretary  of General Services and 'the Architect, has bccn received by the Contractor, No ;
§! claim for nd.lmon to thc Contract sum shall be v:dirl unless 50 ordcrcd oo i ; e ;‘;
%{f i I‘RT 12 CLI\IMS FOR E)(TRA COST P 5»5 PR TR ALY (AT Yo 1 .,
) At If the Contmctor clarms that any lnstrucnons by drawmgs or otherwrse mvolve or may involve, exira cost ¥ i
b R under this Contract, he shall give. the Architect-written notice' thereof within' fifteen (15) calendar days after o
g receipt of such instructions (See¢, ART, 2j Par! ¢, and d, and ART. 11, Par, b. and ART, 26) or occurrence of an | ‘
ol emergency. No claim shall bc‘valid unless so made, lhe method of paymcnt for such claim, if approved, shall be as \ | 4
:,‘: detailed in ART, 11, Pdl‘. R b0 A SR e Y thed | 9 ,‘ , A
5 ‘ b Under no crrcumstanccs wrll. overhrad or profit be perrmttcd as items of a claun when such overhead or : &
Ql‘ sl ' profit are for periods during which a “Stop Work" order it ln effect due to an act, error or omission for which the i
bk Contractor is responsrble,l 7 IR i S ey . g3 il )
ot (78
Wt . ¢,'No pxom or overhead Whlch includes rcntal of cqurpment and the salarres of supcrvrsory personnel will be Lt
--3""" : allowed the Contractor for stoppage 6f work when written notice of such stoppage, or impending stoppage, is not )
X PPag PP S P Pag :
%',r» ~ given rcaSonal)ly in advance to prevem, such stoppage, (See also ART. 14)) 4
' o ) g '
’i d. No ¢laim for exlm will he granted which mcludea cost of delays or work stoppage due to strikes, lockouts, i
5‘{, fire, avoidable casualties or damage or dclay in tr:msportatron for whxch the State or rts agents are not res ponsxblc ;
o 2 (Sec nlso ART 14) aeSaiv S RliaghnAsels < ) |
P 4 b 1%, S 4y %
&3 ART. 1’3 DEDUCTIONS FOR UNCORRECTED WORK ‘8 g -
L a, lf the Archrtcct and State decm it lnexpedrcnt to' correct work in]ured or done not in accordarice with the / ¢
by ’ Contrnct, an equltable deductron from the contract price shall be made therefor. A AR ;
&0 AR'I 14 DEl-AYS AND EXTENSION OF TIME i L Fiy ; {) 4
W LT ) i
S ! $ad lf thc (‘onlractor he delayed at any trmc ln thc progress of the WOrk by anl. act or, neglect of the State or the '
f{-‘t { [« Architect, or by any employce of either, or by any separate Contractor emiployed by the State, or by changes ‘
¢4 0 s ordered in the work, or by strikes, lockouts, fire, unusual delay in transportation; unavoidable casualti¢s, or any TR
B 0 ket " causes beyond the Contraclor s contro], or by any cause which the Architect shall decide to justify the dclny, then / ._f
TN the time of complcnon shall be extended for such rcason.nble ume as the Architect may decidc, ) T
il ¥ AR b, No such cxtension shall be made l’or delay occurmg more than seven d.lys before claim therefor is made in %
o wntmg 1o the Archrtcct. In the case of commumg cause of dclay. only one claim is necessary, ‘ s 9
‘e 1f no srhcdule or agreement stating the dates upon which drawmgs shall be furnished is made, (See ART, 3) i
" then no claim for delay shall be allowed on account of fallura to furnish drawmgs until two weeks aflcr deinand for 8
such drawrngs and then not unless such claim be reasonablc. ‘ end . )
bl Thls arucle does’ not exclude the rccpvcry of damages for dclay by euhcr party undcr other pmvmmns in'd }f
the Cnntract DQCUantS. Yy A T Ly ‘."' wda I sl bl ¥E04 i e 1y
"':"L, ¢ A )\ L ! { 4 3 { ¥ A b
Al'lT lo. CORRE(‘TION Ol' WORK BEFORE FlNAL PAYMENT o S ' 1
J 3 :
[} ¥ . 4 & 9%
i
i The Conuactor shall pmmptly femove, frnm the premrses all matmals condcmnul by the Architéct a <
i l.ulm;, to ‘conform’ to the Qontract whether incotporated in the work or not. The Contractor shall pron \plly 1'
replace and re-execute his own work in accordance with the Contract and without expense to the State and shall ¢
bear the expense of 'm: rl‘lng gnod all ‘work of othcr Cm\lractors dcstroyezl or d.mugc d by such rémoval or B
rqhu'mcnt Py Wil ARon R BeRe e aads | {
b.'If the Contractor does fiot remove such condcmncd work and materials within a rehsonable time, fixed by ]
written notice, the State'ay remove them and may store the materials at the expense of the Contractor. If the 4
Contractor does not pay the expense of such removal within ten'(10) days’ time thereafter, the State niay, upon !
ten (10) days’' notice sell such materials at auction or fat private sale and shall account for the net procéeds thereof, 3
alter deducting all the costs and expenses that should have been horne by the Contractor. §
ART, 16. CORRECTION OF WORK AFTER FINAL PAYMENT. | i
y |
a. Neither the final certificite nor payment nor any provision in the Contract Documiéents shall relieve the !
Contractor of responsibility or faulty materials ind workmanshipi. Unless otherwise specificd, he shall rétnedy any .
defects and pay for any damage to other work resulting therefrom, which shall appear w I‘,x 1 a period of ong (1) :
8
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ART. 16, CORRECTION OF WORK AFTER FINAL PAYMENT: (Cont'd)
year from the date'of final certificate for pqymcrlt to the Contractor for work included in the contract as amended
by ¢ l*ung(‘ order if any executed prior o final inspection, The State shall give notice of obscrved dafects with
reasonable promptness. All questions arising under this article slmll be decided by the Architect, subject 10 review
by lln: l)cpmmuu ol General ‘Scrwus. ! ;

ART 17 IHC STATES ﬂlGIIT 10 DO WORK

T

l ¢ e
i . lf lhe Conuaclnr slumld negléct to prostcute the work pmpgrly or, f.ul tu perform any providion of this
4 0 Contract, the State, may after threc days’ written notice to the Contractor without prejudice to any other remedy
‘0 he'may have, maké good such deficiencies and may deduct the cost thercof from tlnc payment then or thereafter
due the Contracior, provided, however, that the, Architect and l)rpmlmcnl of General Services shall approve both
_ sm.h action and thc amount chmg(_d to the Contmuor.
{ | n e 1

ART 18 STATE'S RIGHT TO TERMlNAT[ CONTRACT

R R S S I

§;| % a, If the (’ontractor should be uljmlgcd a hankrupt. or if he should make a general assigninent for the benefit 3
. of his crcdums, or if a recciver should be appointed on account of his insolvency, or if he should persistently or #
?, | “repeatedly' tefuse or should fail, except in cases for which extension of time is provided, to supply properly skilled i
i“ workmen' or'proper materials, or if he should fail to make payment to subconstractors, or for materials and labor, ‘
P or pusisu‘mly disregard laws, ordinances or the instructions of the Architect, or Department of General Services i
? ) or otherwise be guilty of a substantial violation of any provision of the Contract, then the Department of Gene ull 4
) Services, upon proof that sufficient cause exists to satisfy such action may, without prejudice to any other right ot ¢
L re m«'dy,‘and after giving the Contractor seven days’ written notice, terminate the employment of the Contractor }
& and take possession of the premises and of all materials, tools, and appliances thereon and finish the work by 1
gl whatever' miethod may be deemed expedient. In such casc the Contractor shall not be entitled to receive any 1
B ' | - further payment until the work is finished. If the unpaid balance of the contract price shall exceed the expenses of 4
%‘n a hm:.lung the Work including compensation for, additional managerial and administrative services, such excess shall :
£ be paid to ‘the Contractor, If such expense, shall exceed such unpaid balance, the Contractor shall pay the 4
8 dll'luencc to the State, The expen e incurred by the State as herein provided and the damage incurred through the
5 TAL Contractor’ 5 dcfault, shall b; nemlzed by llw Archltcct and a Luuﬁul copy supplied to the Contractor.

R T e i | :
):; FiAg ART 19 CONTRACTOR'S RIGIlT TO STOP WORK OR TERMINAT E LON TRACT. f
q&‘* ; & E e ; i
A N A 0 R a, If the wOrk should be stopped under an order of any court, or other public authority, for a period of three f
,‘f R L months, through no act or fault of the Contractor or of anyone employed by him, or.if the Architect should fail to @
T w1 lissue‘any certificate for payment within seven days after it is due, or the State should fail to pay the Contractor £
l? g } within seven days, then ;the Contractor . may, upon seven days’ written notice to the Depacrtment of General 3
A L TS Services and the Architect, 'stop work or, terminate this/Contract and receive from the State payment for all work i
i ; ' cxccutcd and any loss sustamcd upon any plant or materials and reasonable profit and damages, % |
:l"\\ ' : w‘,l-e " d i i 4 ¥ > ' » : ,,_‘?
R | l RV L k18 ' FRAAR A ;}
b AnT 20 PAYMFNTS _' e i‘.,;;ﬁ SR gl A i1 ! ' )
A ST i Lk
f T AR ¢ i 2 i a. Paymcnts are made on the valuation of work accomplished and bn account. nf matcrmls delivered on thc b vt

slle, for mcorpor.xtxon m 1he work whu:h are sultdbly stored and pmtcuul

e
]—‘ S Yol

. IXLATR S P T l) I’rior to appllcauon for ﬁrst p.xymeht ‘the Contractor shall sithmit to the Anhm:ct a Schcdulc of Values of |« S

¥ \ ‘1 the various parts of the Work, including quantitles, aggrcgatm;’ the total sum of the Contract, This §chedule shall 3

, / be so divided s to facilitate payments’ to' sub-contractors in accordance with Article 81, The form of this :‘

R ; ., submission shall be as the Contractor and; ‘Architect have agreed upon and shall be supported by such evidence as ta . * 4%

'(l & its correctness as the Architect may direct. This Schedule, when '\N»mml by the Architect, shall be used as a basis f

,.?\,l ! ’ ‘ for (‘eruhcau.s of lnymcnt unlcss ata later date fmm(l in error, : : 3‘
l,.‘!" c. Ap pllcatmn for paymcnt shall be submltt(.d on or about the 26th day of each month but not less than

thirty (30) days after thc “Work Initiation Conferem.c”, nior before ten (10) days of job operation (job shut-down
days excluded). ‘5'1 ‘; (e

In applym;, for payments lhe (,ontractor shall submit d statement, based upon (lu Schedule; (b, above)
itemized in such formn and suppurlcd by sule cyndcncc as the Aa(lnm.t may require, showing the Contractor's right

L to tlupwmmtclalmc A .r““*uw‘ JhaE i

u‘ Ty U1 ntd
(1) In applying for all paymcnts, cxcludmg thc first payment 1nr! the lunl payment, the Contractor shall
subinit in addm(m to the abuvf‘ alC cruﬁcntc thdt hc hds pml )

(a) Al labar to ddtc.

) .
} ( ) (b) Al vendors andd mateual sup phus in full to mdudc all irems included in his previous statement and for
which he received payment from the State, 4
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ART. 20, PAYMENTS: ((!unl(l)

Lk

(¢) "All Sub-cbntractors in full, Ieds the retained 10%, to the amount mrludﬂl in his prvvrous statement and for
which he received payment flom the State, ;

(2) In applying for the final paymcnt the Cuntrnctor ahall submlt iri addition to the statement xcqum 1in the
; first part oilar. (c) abovc, the followmg' pApalian B AR R
‘ L (a): In all Lascs, the Atchitect’ may dennnd such cvrdencc as wnll csuhllsh the State’s utlc to materials and give
‘ reasonable assurance lh.\t causes for hcns by labor and o;hers do not cxrst.

5
D
¥

g
"

ART, 21, csmuru.mes OF PAYMENT.:.;. ,{ "':'¢ AP ST A |

1, lt thc (.onlractor lms madc applic auon as ahch, the Archrtoct shall, not later than' thc date whcn such

" p tyment falls due, issue to the Contractot a certificate’ for ‘such amount as he decides to be ‘properly due, In

approving such partial payments, there shall be retained ten’per cent (10%) of the estimated amiount due, as
determined under ART, 20, until ?ompletion and acceptance of dll work covered by the Contract. -

; b. No certificate rssurd nor payment made to the Contractor, nor partial ot entire use or occupancy of the
;/work by the State, shall,be an acceptance of any, work or ‘materials not in accordance with this Contract, The
'\ making and acceptance of the final payment shall constitute a' waiver of all claims by the State, other than those

- arising from unsettled liens, from faulty,work appearing after final payment or from rcqurrcment of thc sPcciflca-

tions, and all Llﬂllﬂs by the Contractor, exccpt those prevrously made and still unsettled,

gy g A e

as

L e Should’ thc State, fiul to pay the sum named i in any camhcate ‘of the Archircct upon dcmand when due the

Contracmr shall receive;'in addmon to lhc sum namcd in the certrf:cate interest thereon ‘at thc legal ra«e in for(.c
. at the plau: ofburldmg., v o I
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k- Aha, The Architect may withhold or, on accaunt of subsequcntly dnscovcrcd cvulcnce, nullrfy thc whole or part
1 of any certificate to such extent as may be necessary to protcct thc Statc from lost on account of: yy NG
11 (l) Defective work not remedied, | : ¥ WanEn of
. (2) Claims filed or reasonable’evidence lndicatmg probablc filmg of chrms g
~(8) Failure of the Contractor to make paymcnts properly to 'sub-contractors or for material or l.xbor. iy
" (4) A reasonable doubt that the Contract can bc complcted for the b1lancc lhm unpaid. | {5 1 Be
(5) Damage to another Comrpctor. 5 i! X1
thn the aboye grounds are removcd payment shall be made for amounts wuhhcld hocausc of them, |

i
£/ ART, 23, (,owmm.rons LIABILITYINSURANCE (Revised81-54) fiiu i \
n :> |

a. Rcsponsnblllty for Damagc Clalms. e L B A, S

The Contractor shall indemnity and save harmlcss and defcnd thc Statc dnd all of its represcntatwcs from
all suits, actions, or claims of any charactet brought on account of any injuries or damages sustained by any person

g 3 ¥ ¢ : i
Jaget B H t

.1 or property in consr.quu.nce of any work performed under this ‘contract, cither by the contractor or .my sub-
% ! contractor, or their cmployecs agcnts, or replcsentauvcs. 5

. b, Liability Insurance, 5 ! ‘
ol ' (1) The Coutractor andfor any sub- contractor shall mamtain suc h insurance a8 will protect him fmm claims
3‘ under’ Workmen’s Compensation Acts, U.S. Longshoremen’s and Harbor Workers’ Compensation Act, and the
gt | Federal Employers Liability Act by coverage with Insurance Companies ot by methods auqml)L to lhc State

0

Insurance” Commissioner and, by no 'other method, for damages which may arise, from operations undér’ this
Contract, whether such operations: be by, lmnsclf Lor. by any sub-cuulnntor or, anyone directly ot indirectly
emiployed by either of themit B8 s 1

(2) He shall protect himaelf and the State trom any other claims. .

limit for injury to any one person, and $500,000 is the limit for injury to more the'\ one person in any accident,
The minimum limit fox Pm, erty Damage Llalulrty shall be SIOO 000 per accident and $200,000 aggregate,
(4) The above policies for Bodily Injury and Property Damxgt Liability Insurance shall be so written as to

from the operations of sub-contractors,
(5) Certificates of the Contractor’s insurance umminmg cvxdcmc of the ler‘ Harmless Clause pr rotecting the

State of Maryland shall be filed with ‘the anrtmcnt of (;cneml Services and shall be “"U“ ta their dl‘l‘f“‘”‘ for
adequacy of protection, | | ‘

I P AT T IO N I RN 0,

ART. 24. FIRE AND EXTENDED COVER '\GF IN‘?UHAN(E {Revised 1:1-73)

The contractor shall ¢ atty, dt his own expcn se, Hmldu Risk [nsurance for the full contract amount against
the ;u.ll\ of Fire, Lightning,:Extended Coverage 'md Vandalism and Malicious Mischief, subject only ‘o the
minimuin standard deductibles currently filed!by the Insurance Service Office with the State Insutance Depart-
ment. The State shall ‘provide no coverage during the construction period, All policies 1o be written jointly in the
name of the State of Maryland and that of the contractar, a8 their respective inteiests may appear,

10
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(8) The limits for Bodily Injury Liability shall be not less than §200,000/8! ‘(!() ,000; that is $200,000 is the '

include Contingent Bodily Injury and Property Datmpc Li: lbihty insurance to protect the Contractor against claims |
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ART, 24, FIREAND EXT CNUI D (‘()VERN:E IN‘.UHANCF (Revn'u'l 1:173) (r(\nt d)

ha Tho pnmy shall contalii ¢ ndursoinenls reading as fnllows ‘ 3
{This policy also covers as part of the provisional amourit; archilmt 8, (‘ngmeu 8, .\ml bhilder's 'fees,
2. Wermussion'is hereby granted for occupancy in whole or in part, pending acceptance by the owner,
3 It i tHe intint of this insurhnce to cover specifically all the work being done under the contract between
sthe Tnsureds hercunder and as to such work this policy shall be primary insntance and shall not contribute or claim
contribution fiom any other insurance being carried, whuh by its (erms, wauld also coyer bt the property covered

-

ol

-

T B

hereunder in the absence of this ipsurance, =4 :
4. (nvcragc afforded under this policy wnll not be cuncclled unhl al lc.)st hltucn (15) days prior written notice i
has been piven to lhc State:

“'b. Certificates of Insurance shall be sulmultui lo thc l)cpurtmcnt of (.n,neul Services lm review and approval
and shall be held by themifor the duration of the contract: The State shall have the absolutc right to terminate this
contract if the' poli¢y lof insurance is cancelled at any time for any reason and a new policy 15 ot obtained by the
mnlx.u,mr and suhmlttcd to the l)oparlmcnl of (:t,ncral Services for review and approval,

{ The above insurance shall remain in full force and affect until such time as the State shall fully accept the
vmk uwcn,d by.this contracl, ‘said a(ccptdmc to be by wntlun notice from thu Secretary of the Department of

e

T

R ‘ General Services. O {5 5 j SRy

$ii ! i ARI’ 25, GUARANTY BONDS.‘ Tl arie RGP R H
5 ) {o o el i "

: ! : p (chum‘d whcn mmal conlract excrcds 82 000 00) ; : i

T , a. Prior. to thc ﬂward of contract the State will provndc to the contractor for execution the proposed contract ‘

(Form DGS 3-B or DGS- 14) together with copies of the Performance Bond (Form DGS-13A) and Payment Bond ¥

foui 40 (Form DGS-13B), The contract and the bonds must be executed and returned to the Department of General N

" Services for approvaly pnor to the granting ot’ authorization to the contractor lo pruucd The premium for the R,

i Bonds shall be p;ud by the contractor, { )

z' b., The Bonds slmll be in the amoynt of the cumract price. "
&% ‘ At the dxrectmn of the Dupartment of Gencral Services, the contractor may be required to increase the 1
b amount of the Bonds; for such ad(htmns, the rontractor will be rcnmburscd by the State i the amount of the &
b actnal cost to the contractor, e . i 4
| Sz R 950 3
£ ART. 26, DAMAGES, | i1/t |y i i L g
gﬁ ! ettt o el it a, If cither parly to: thls Contract shonld suffer damagcs in any unnnm because of the wrongful act'or neglect ‘L
e A S s ot the other par ty or nf d)\YOllE employed by him, tlun he sh.xll be reimbitrsed by the other party for such damage. 1
Bl g f g
f. ‘«’i ) o b.. Claims under tlus leuw shall be made in \mlm[r t6 the party liable within a reasonable time at the first %
it i T '+ observance of such dnmag,c and not later than theitime of final payment;except as expressly stipulated otherwis ¥
i in the case of faulty work or mqlcrmls, and shall be adjnst(d by agre uncnt. %
Af

i ¢, Should the Contractor cause damage to any stp.lr'\le contrictor on the work, ﬂvc Conuactor agrees, upon 3
i;[ i due notice, to settle with $uch ‘contractor by agreement or refer the matter to thie Department of General Services l
i y who  will; .in. consultation with the Ar(hue(_t, render a d«‘u:lon aft«'r hearing all cwh ice’ in the matter. The s
W Conttactor shall pay or sau.»fy such decision, ; "
4 ; , , ‘ {
;~, ART lICN‘i ]
& a, Neither the hml payment nor any part of the retained pcrc« ntage shall become diie until the Contractor 3

B

shall deliver to the State a complete release of all lieng arising ont of this Contract, or receipts in full in lieu thereof

and, in either case, an affidavit that so far as he has knowledge or information the releases and receipts include all

the lubor and m;\lcri;\l for which a lien could be filed, but the Contractor may, il any sub-cotitractor rcfuses to
| furnish a velease or receipt in full, furnish'a bond satisfactory to the State, to indemnify him against any lien, 1f
. any lien remains unsatisfied after all payments are made, the Contractor shall refund the State all n ionies that the

" latter may be compelled to pay in discharging such a lien, m(‘ludmg all costs and reagonable attorney's fee.

ART, 28, ASSIGNMENT,

The Contractor shall not assign the Contract, He shall not sublet it as a whole or sublet it by trades or other
portions in'an amount of more than 76% of the monetary value of the Contract. The remaining 25% shall be
cxecuted by the Contractor with labor and materipls directly purchased and paid for by the Contractor, Costs of
insus ance, overhead, supervisions, etc., may not be claimed as ‘a portion of the 25% mentioned above, The
execution of work by a subsidiary of the Contractor is not considered direct employment: The Contractor shall not
assign any monies due or to become due to him heréunder, without the previous written consent of the State,

f ART, 29, SEPABATE CONTRACTS . ;
a, The State reserves the right to let other contracts in connection with this work. The Contractor shall afford
other contractors reasonable opportunity’ for the introduction and storage of their materials and the execution of

their work, and shall propétly connect and ¢oordinate his work with theirs, |

S
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|

{' . ‘ b. I any part of the Contractor’s work depends for proper cmcunon or réqults upon the work of any other
J

Contractor, the Qontractor shall inspeet and promptly report to the Architect any defecis in such work that render
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ART. 29. SEPERATE CONTRACTS: (Cont'd)

it ‘unsuitable for such proper execution and results. His failure to so inspect and report shall constitute an
acceptance of the other contractor’s work as fit and proper for the reception of his work, except as to the defects
‘Vlll( ll may develop'in the utlwr contractor’s work after the exécution of his work,

'M"w.‘""*" 3

P i o

. ¢ To insiire. the proper cxccutmn of his mlwequcnl work, llu Contractor shall measure work already in place
and shall at once repmt to the Art.lntett Any discrepancy hctwan the executed work and the drawings,

=R

1
}

¥ {r

AR 30, um,omrnAcrs (Sce .tlsoAR'l o) I Y e

al The (‘untr.rrtor shall as soon as pmeucable and bcfme the execuuon of the (‘ontm:t nuuly the Architect
and the Department of Gcneral Services in writing, of the names of sub-contractors proposed for the principal parts
of the work and for such others as the Arclutect may, direct and shall 1ot employ any that the Architect or the
Dcp.trtment of Gcneml Services mny OlJJCCl to as mcompetent or unfit, i .

o prb e s e " '
.v',l e o !4 ',.' MR RO § 7%

-y

"'"‘:‘ ."lg;-;:.‘l-

i bi The Arclutet:t'slmll ‘on requcst, furmsh to any sub-contrattor, whcrevcr practrcablc, evi(lf'ucc of the
wt amounts cmuﬁed on his account. s A Bak” dic, g Raki e t

‘& gl ¢, The Contractor, agrees | that_he. is, as fully resp nsrble to llle State for the: acts and omissions, of his
Rt sub-contractors and of persons cither directly or mdrrcc y employed by them as he ts for the acts and omlsslons
& of persons directly employed by him, - il 40 Cain ¢ 3 ! it

Pt d. Nothing contained in the Contract Documcnts shall create any conlractual rcldhol’l betwcen any mbcon-
4 tractor ..n(l the bl.\tc. £ R R RN : : It

’:*. } g, ‘, LA A b3 4 \ VB ATEE,

L il kaes st b .

N ART, 31 RE.LATION OF THE CONTRACTOR AND “UB CONTHACTOR L b s

The (ontmctor agrccs to bmd evcry sub-contractor and every sub-contractor agrecs to be bound by the

V tvnns of the Agreement, the General Conditions, the Drawings and Specifications as far as appltcdblc to his work,
A including the followmg provisions ‘of this article, unless specifically noted to the contrary in’'a sub-contract
g .rpprovul in writing as adequate by thc Dcpartment of General Servrces. EopN g :
i i e
{ s s b. The Sub-Contractor agrees. To be bound to the Contractor by the; tcrms of the. Agl‘Cment General .
i‘ WTnLA AR Conditions, Drawings and Specifications, and to assume toward him all obllgatlohs arld responsrlnlltnes tlnt hc, by
R those documents, assumes toward the State, {11 1 viwhega iyl
0 "¢ To submit to the Contractor applications for paymem in such reasonable time as to enable thc (.ontractor
‘tt' to apply for payment undu' AruClc 20 of the General Condnuons. kb L it el ot
& ! i \
G “d, To'make all clalms for cxtras, for extenslons of tlme, and for damages for delays or atherwise} to the
{ : Contr.utor in the manner provided:in the General Conditions for lrke clalms by’ thc Contractor upon the State, ' |
2 ! , exupt that the tlme for! tpakmg clalms for extra cost is one week('’ Lot ‘ ‘ e e b4 ¥
Bk A Y The Sub- contractor agrees, upon complcnon of his WOrk to promptly pay all lqbor, material suppliers,
N ""’ vendors, sub-SUB- CONTRACTORS and ‘others, to permit simultancous final payment by’ thc Contractor and |4,
) L, cmcutlon of thc “Warver of Lrens", D G.S: Form 24 by the Sub Contrm tor.
: B f The Lontractor Agrees: To be bound to the Sub Contractor by all the nl)hgatlons that the State assumes to
K | 4 the Contractor under the Agreement, Géneral Conditions, Drawings, and Specifications, and by all the provisions
A thcn.ol atfording remcdres and rcdrcss to the Contractor l'rom the State,
% g To. pay the Subs Comractor, txpon thc p.xymcnt of certlhcatvs, if ‘issued un(lcr the schedule of values
e described in Article 20 of the, Geréral Conditions, the amount ‘allowed to the Contractor on account of the
l; Sub-Contractor’s work to the extcnt of the bub Contractor 5 mtcttst therein.
; hi' To pay the Sub (‘ontractor upon tlre payment of certificates, if issued otherwise than as in f, , 50 that at all
i times his  total payments shall be as large in proportion‘to the value of the work done by him as the total amount
g certified to the Contractor is lo lllL value of the work done by lum. ,
‘;.' i, To pay the Sub- Contractor’ to such extent.as may bc provided by the’ Contract Documentsror the
l: : sub-Contract, if either of these provides for earlier or larger payments than the above,
i 13
b J. To pay the Sub- Lomr.ulor on demand for his work or mdlmmh as far /as executed and fixed in place, less
i the retained percentage, at the time the certificate 'should be issued, ev en though the Architect fails to issue it for
any cause not the fault (\l the Sub- (,ontm( tor.
k, To pay the Sub-C ontractor a just share of any fire insurance money rece ived by him, the Contractor, under
’ Article 24 of the General (.on(lnmnr 4a
: . 'T'o make no demand for li |uulnul damages ‘or penalty fm delay in’any sum in excess of stich amount as

m: ry be specifically named in the sub-«contract,

m. That no claim for'serviges rende red ot m: iterials furnished By the Contractor to the buh Contractor shall be
i valid unless written notice theveof is given by the Contractor to the Sub-Contractor during the (irst ten days of the
calendar month following that in which the claim originaled,

12
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I\ﬂl' 31, RELATION OF THE CONTﬂA(‘lOI! I\ND SuB-- (.ONIRAC TOR. (Cont'd)

n. To give the Sub- (mnu.actor an opportunity to be prascnt and to submit evidence in nny matter involving his
: rxghts. , R 81

;0. The Contractot and lllc Sub (‘omr.u.tur agtee that uuthnn[v in llus Article shall create any obligation on 1hc
part of thc State m my to or to see 1o thc p.zymcnt ot any sums to any Sub- (Jonlnctor

i)

S A P

L s el el Bk ';“.‘ g )
Am 32, Ancurrcc.rssm'ru... S SR R e [ ) ‘
1
The Auhnm.t xsh.\ll have gcncml supcnxsmn and (hrccuun of the work, He is the agent of the State only to !
thc chcnt provndx d in the Contract: Documents and whcn in special instances he 1s authorized by the State so to 4
4 5y act, and in‘such instances he shall upon request, show the Contractor written authority. He has authority to stop i
work whemvcr such sloppagc m.ly be Aecessary to insurc thL propcr execution of the Contract, 3
gt -b.‘ As lhe Archltcct is, in the fnrst mstancc. thc mterprcter ‘of the conditions of the Contract and the judge of ;
. ¢ ity performance, he shall side neither with the State nor ‘with, lhc Contractor, but Shd" use his powers under the ¥
: ) “contract ta cnfor;c its fauhful performance ofboth. e ST j P ;
oy A s y \?E
led In casq: of! the tcrmmanon of 1he émp]oyment of the Archntect thc Dcp.lrlmcnt of (.emml Services shall :
s appomt a capable and reputable. Architect, against whom the Contractor makes no reasonable objection, whose i
1+ 1 status undeér the Contract shall be that of th(., former Architect; or at its'own discretion the Department of General h
berVIc(‘s m.xy aesumc the rplc of Al(‘hltLCt. S ARV LR I s iy 1
ART 33 ARCHITECT‘S Dccssnous s ’ 't
il ; y s
a. The Arrhitect shall thhm a reasonable tlme, make a decisxon on all clalms of’ the State or Contractor and 8
: i on all other matters rclatmg to the cxecuuon and progrcss of the work or the mtcrprct.ntlou of thc Contract il
Bodtan b SR Do cuments s il e S e () . ‘ ) '
{ i
b. The' Auhnect s decxsxons, in inattcr; relahng to artlstlc cffect, bhall be fmal nf within thc tmns of the
y $33 (,ontra(.t Documents. PRSI i ! LHi kY st b} i
Il ; : : : i
o Exccpt as othcrwise cxprcssly provldcd in lhc Contract Documents, all the Architect’s decisions are suh;ccl }
: i b i<t revic.w by the Dcpartmen; of General Scnnccs. 0 Y efi 4 *
&5 ,\ : i ‘ 5 : { s } s E‘.
)- ; ART 34, CASII ALLOWAN(‘ES T p elepdie ;‘ » : ‘ s ¢
i g } e a, Wh< never an .allowamc is meutmncd in the specifications then the Qontractor sh all m(lud‘ in hn Contract }
f sum the entire amount of such specified allowances, The expenditure of these allowances is gt the Architect’s “
direction. However, the allowance expenditure is limited to itcms pmpcrly inferable from the title of the allow-
ance. Unexpended baldnces are'to revert to the State. The cost of installation of materials purchased with these 4
by specified allowances and other expenses, and Contractor’s profit are not included in the allowance, The Contractor
shall install all material purchased under allowances and shall include in the Contract sum a sufficient amaunt, in
additi ion to the allowmcc to cover the mstallauon, other costs and profit, y
I\H'I.:S" PROGRESS PIIOTOGRAPH§ ] 'l %
ol 3
‘..
The € mnr'\ctor shall submit monlh]y to the qurtmuxt of Gcncml Smxus 8" x,10" p‘mlo&mphs taken 'j
on or nboul the first of ea(h month showmg the status of the work, Only one print pf cach ncyduvc 13 necessary |
but the negatives should. be sufficient in number to properly record the wotk, (No more than $ix succegsful "
negatives will be required per month.) i
1 ’
ART, 36, INTERLOCKING CONTRACTS. {
}‘
The auumuu uf the Contractor and of all Sub- (,omm( tors is specifically called to the necessity of reading !
the sp(’ulz« ations covering items of the work which connect with or are de [\klhh nt upon the work specified under ¢
cach heading, and edch!Contractor executing the wmk called for thereunder shall be responsible for arranging for ,‘
proper provision for conne ctmn and coordinating hls wurk with such other iteins, X
ART, 37. MARYLAND SALES TAX. 4
; i : ! 3
L (a) The Retail Sales Tax of the State of Marylahd must be paid on all purchases, ;
ART, 88, EMPLOYMENT POLICY. §
- A
' A Aceeptance of a contract hascd on these specifications constitutes amcement by the Contractor 10 comply !
vith State policy as established by joint Resolution No. 16 of the General Agseribiy of 1958, which is; ‘
iy, 3
{ i } “That'on all public works being paid for in whole or in part with State or other public funds, preference shall 3
be given' tp available "persons who have been residents fof Maryland for ‘a period of at laast six (6) months {‘
A
13 b
) |
3 ‘ | TR “ *
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ART, 38, EMPLOYMENT POLICY! (Cont’d) .

immediately p ior to av.'nl.\hxhly of positions fm unpluymcm of laborer §; teéchanics and others, not ingluding
supervisory pcrmnncl ot to cxrced ten pexcent (10%) of the total working force,”

“(d) If the sub- contractor wxlfully falls to comply with the non-dlscrimmatmn pl‘QVISIons thc contractor may
avoid the contract note and shall be hablc only for; the reasonable value of the scrvu‘es performed and m'\termls ;
' suI)blnd"- 1 fidh Pl g QTR P S e S g3 ;

jar'} ) $ '

oL

of the requirements of this section may. inform, the Board of Public Works which shall cause an immediate |
inve stlg.mon of the charges.‘lf the Board concludcs that the chargcs are true it shall mvokc xhe remcdlcs set. out in
this section,” .2, | ‘ S : 30

—
e

ML

$ - éqntmct to the, end that no pcrson in the United States shall, ont the ground of race, ‘colory or national origin, be

oty Agrcement, The Contractor agrees to make such reports and to maintain and make available ‘such records as may be
« ' i required 1o insure compliance with Art, 38, par b. and c; this méans permitting access by appropriate State or
. Federal officials during normal business hours to such faahtles rewrds and other sources of information as may be

- %

l:
o
L
&

Contractor is not fequired to conform to these provisions unless the Gontractor and the union arrange with the
. Maryland State Employment Servicé for referral of such labor as they may mutually agree shall be referred. The
Contractor shall be the sole judge of the mmpclcncy or ﬁtncss and for sansfacmry scrvnce of any labor referred to
him by the Maryland State 1' mploymcm Scrv:ce.«» .

AHT 39, PREVI\ILING WAGES

-
a2

naci iy v Al cnntracts in the ammmt of $500 000 or more shall be subject to:the provisions of ART, 100, séétions
96 through 107, Annotated Codé of Maryland (1964 replacement Volume as amended). Where an original ¢ontract
is in an amount less than $500,000 the terms of Article 100 shall not apply, even where subsequent change orders
shall increase the total'contract in excess of MOO ()()0 Wage tales applleablc to projects of $J()U 000 or more are
- attached to the sp('ufu"allon ; 3 ‘ e b

y y
b. The contractor slxall snbmlt twp compleie coples of his pnyroll n_wrds and the payroll records of each of
his subcontractorg-~one copy to the Department of General Services and the second to the Commissioner of Labor
and Industry, 301 West Preston Street, Baltimore, Mary}‘md 21201, where they will be available for. in spection
y : during regular business hours, lhcsc payroll records must be submutcd within two weeks after eath payroll period,
2 and shall contain the following’ cmployec‘mfommtlon. nate, address and social gecurity number; work classifi-
cation; hours straight time and nver.ume worked each day; tot.\l hours worked; rate of pay; and gross amount
cained, The contractor shall be tesponsible for the submission of all sub-contractors’ pa wyroll records covering work
performed directly at the work site, Each copy of the payroll records shall be accompanied by a statement signed
1 by the contractor or the subconttac tor; as the case may be; indicating that the plymll records are correct, that the
wage rates contained therein are not less than those established by the Commissioner as set forth in the contract,
that the classification set forth for each workman or apprentice conforms with the work he performed, arid tlmt
1 the contractor or the subcontractor, 'as the case inay be, has complied with the provisions of this section,

14

i .. 2 excluded from pa,ucxpmon in, be denied the benefits of, or otherwnsc subjected to discrimination under. this |

:;‘. ‘ pe rtmcnt to ascertain mmphamie wlth the reguiatlons.l 2 i f i

y ft y

i d The (,.nntractor, Sub-contractor ‘or agent of enther, insofar as posslble shall secure labor thrnugh the
i ‘Maryland State lmployment Service ‘of the Maryland Department of Employment Security, except wheré the '
0 Contractor has entered into,a collective bargaining agreement under which labor is to be provided by the union, the

. e " [—
e YR S ami e fier e N B rm e (Rt NS bty ven ﬂf*‘?mpmm*‘""-ﬁfmﬂﬂw‘ DA T T TN I 7S DA 1 R A 3 ¥y i W0 AT R e o
BRI TXw 1 it ‘ R e Y P i Tyt

3 b. ‘The contents of Sec tion 7A to'Article 78A of the Annotated Lode of Ma ryland is cullcd to the attention of
the Contractor and Sub contractors, wlm,h is ag follows: TR ;

u ot “71\(1) No eontmc! for any LOIH"U(‘[!OI! work subject to Scumn 7 of thls Article shall be awarded to any
& contractor unless the contract C(mtduls pmwswns obh[’d(mg the contractor not to discriminate’ in any manner
g" agalnst any employee or applicant for cmplnymcnt becausg of race, cteed, color or national origin and obligating
& the contractor to, include. a similaf ¢lausé in all sub-contracté, except sub-contracts for standard ¢ommercial
& supplies or raw materials, In ‘addition; thé contractor and sub-contractor shall agree to post in conspicuous places,
i available ' to cmplo) ccs and 1ppluants for employmcnt nonces uttmg forth the provisions (of:ithe 'non:|
o 'y discrimination clause,” 4" A Y KRR T : b
'i ‘“(b)" Failure to mcludc such'a contract provision renders any contract void ab initi, but any party, shall be
entitled to ‘the reasonable value of services performed and materials sipplied. However, the State may elect to
i‘ ¢ compel the performance of any contract under this section not'containing the non-discrimination provisions, but
R recovery against the propcx‘ pdrty shall bc limited to thc reasnn‘\blc vdlue of services performed and lllulf‘”.l]\
'ig supplied.” - - ' .
1:‘ “(¢) Where' the contractor wxlfully fallv to’ comply wnh thc non-discrimination provisions' the State may,
i where the contract is still executory in part, compel continued performances of the contract, but it shall be liable
& only for the reasonable value. of: scrvices performed and materials supplied from the datc that the breach of
ly;, . contract was discovered or should have been discovered, and ‘any sums previously paid by ghc, State undu lhe I
3 b contract, shall be sct off agamst the sums to bccome duc as the contract 1s performed " ¥ Tl 1

ot 9

“(e) Any pcrson, whether an employee, prospectivc employee or not thh mformauon conccrnlng viohtnons )

¢ 1tis undcrstuod that thc provxsmns of Tiile V[ of the vail nghts Act of 1964 are herehy mcluded in tlns i}
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ART. 39, PREVAILING WAGES: (Cont'd)

¢, If the contractor is delinquent in submitting his or any 'of his subcontractors' payroll records, processing of

" partial payment estimates: miay he held in abéyance pending receipt of the payroll récords, In addition, if the

cotifractor i3 delinquent 'in snlunhting his or'any' of his subcontractors’ payroll records, the contractor shall be

liable to the contracting public body for liquidated damages, The liquidated damages shall constitute the sum ol
ten dollars ($10,00) for each calendar day that the payroll records are laté,
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ALTERNATIVES .

The General Conditions, any Supplementary General

., Condition and Section I. General Requirements are herebdby
' made part of the Alternatives,

A. ALTERNATE #1 - under this alternate the Contractor

shall state. in his proposal the amount
of money to be added to the Base Bid
for the following:

"Build four (4) fireplaces with chimneys
in the East Barracks as shown on the

drawings. (Chimneys and fireplaces shall

be identical to those built in the West
Barracks)"

B, ALTERNATE #2 - under this alternate the Contractor
_ shall state in his proposal the amount
of money to be added to the Base Bid
for the following:

"Regrade site around the West Barraoks
as shown on Drawing #.n




’pxSUCTION 1. GoONERAL RIQUIRENENTS

A. 1. General Jescrintion

a. The work to be done under this Zontract consists of the
furnishinz of all services, equipment, materials and labor necessary
to completes

“AST AND WEST BARRACKS

FOR

FORT FREZDJZIRICK STATE PARK
ZASHINITON COUNTY, MARYLAND

all as more particularly set forth in the Drawings, Specifications,
and other Contract Jocuments.

b. The work shall also include the required mechanical and
electrical work, and all requived site work, as indicated on the
urawings and/or specified.

¢c. The work beins submitted to contractors for a Base 3id
herainafter described and incorporated in the Ipecial Form of
Proposal for the project.

2. OJrawinzs and specificationss

a. The work shall be executed in accordance with the Drawingzs
and Specifications. The drawings and specifications, which will be,
if required, supplemented and explained by scale and full size details,
diacrams, etc., and further by directions and instructions of the
Architect.

be The Drawinis:

SITHE PLAN

FLOOR PLANS & SLZVATIONS
532CTION & DOOR & WINDOW DITAILS
STAIR & OTHIR DZETAILS

DV3e NOW
DiGe NNOw
d¥Ge NO
Di’]'} ¢ NOe

Fwmn e

D3¢ NOe %1 MxCHANICAL & SLYCTRICAIL PLANS & DETAILS
3. HExisting Conditiona:

The 2idders sre required to visit the site to verify all
existineg coaditions.

4. 3Surveys and Levelss

The Zontractor shall employ and pay for the services of a
competent engineer who shall lay out all lines and levels for this

work and shall make all required checks of lines and levels

during
the progress of the work. A




2L SICTION 1. G4WHRAL REQUIRTEANTS (CONTY D) | ;

! 5. Frocedures:

a. The Zontractor shall cause as little inconvenience to the
existing surrounding areas as possible. He shall confine his
activities to within the Project Limits, as shown on the Site Plaq.
o b. All electrical and mechanical shut-downs shall be of

“short duration and at an acceptable time. Shut-downs shall occur
" only when permitted by the office of the Park 3Superintendent.
. . - 6. The Jeneral Conditions and application requirements of

Section 1 anply to all 3ections of this 3Specification.

Re  TEWPORARY WORK % CONSTRUCTION
1. Genaral:

2. The work undzr this Zection shall include all necessary
temporary items required in good safe construction practice and ad-
ministration of the project. Any or all of the items may be required
in conjunction with work of permanent nature described in any and all
other sections of the specifications.

b. All temporary work except as specifically stated shall be
~ . removed by time of final acceptance of the project.

LS

2. Products, katerial and Zquipments

!

a. ‘Project Sign:

(1) . The Contractor shall erect one (1) sign on project
site.where divected.

(2) 3ign shall be six (6) feet by eight (8) feet in size,
constructed of three quarter (3/4) inch. thick waterproof plywood and
supported on six (6) inech by six (6) inch posts with adequate bracing.
3ign shall be painted two coats and lettered as shown on drawings
with name of successful contractor added.

_ . '(3) No other sizns shall be erected on the project site.
vaintain and protect sizn during the construction and upon completion
"of the project remove from site.

p 'b. Protection of idork and Propertys 3See General Conditions,
Art. 8.’

" cs - Safety Precautionss

_ (1) Guard Railss  See Art. 8, General Conditions.
e L ,_(3 Night Lightings Provide and maintain all necessary -
“temporary night. lighting devices as may be required to properly mark.
~hazards and obstructions in general compliance with Art. 8, General_ L
~.Conditions. - L . } S s L ST




"'SECTION 1. ~ GENERAL REQUIREMENTS (CONT'D) " =~ . 7 ‘nioee e

i

cy

(3) Signs of warning: Prbvide‘as reqdired by General -

M}ﬂ.; Conditions, Art. 8, in particular.’

d. Ramps for Passage of Persons and Materialss Provide

" 'as necessary for construction, safety or inspection.

e. Lifting Devieces for Materialss Supply all cranes,
1lifts, hoists, etc., for the proper and efficient movement of all.
materials. All shall be provided with proper guys, bracing, safety
devices, etc., as required by law and/or good practice. See Art. 8,

" General Conditions for restrictions.

f. Ladderss Provide as necessary for safe and easy access.

ge Secaffoldss Provide substantially constructed scaffolds
at proper heights and of appropriate strength and size to accommodate
the work of the various trades.

~he Temporary Floors: If necessary to the ease and safety
of construction. :

i. Protection of Wwork, Storage and Transportation of Materials:

(1) Sheds and Platformss Waterproof shelter must be
provided for the storage of cement and all other materials subject
to spoilage. Lumber must be stored off the ground and kept dry.
Platforms must be provided for the storage of materials likely to
be stained if improperly stored.

(2) Transportations All materials shall be so crated,
packed, packaged, blocked and otherwise protected during transport
and handling to prevent staining, chipping or any other damage.

This shall include the provision of any necessary lifting devices or
machines, and the skilled personnel to operate such machines.

(3) Protecting Work in Places Provide necessary protec- -
tion of completed work to prevent any and all damage. :

3. Execution:
a. Laying Out of work:

(1) wWherever the Scope of Work includes the construction
of new detached structures, installation of utility lines where points
of connection are not previously established, grading, roads, and/or
walks, the Contractor shall employ a competent instrument man to lay
out all lines and levels for all the Work. Competency of the instrument
man shall be judged by the Department of General Services and depart-
mental approval is required in the same manner as for Superintendent

. ==-Bee General Conditions Art. 5, par. f. Responsibility for accuracy

of layout is the responsibility of the Contractor.

(2) The State will supply a bench mark. When measu ement:j.

j»%’to'ekiSfihg bench or control point exceeds 300 feet, the State w 11 .
" supply a’bench mark within 300 feet of the project. e

‘ . f . . Lot e
A e R P . ) , . R Pt
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GRCTION 1o  GRANMRAL RUQUIRSMANTS (CONT® D)

‘(‘

A

(3) stter boards of suitable materials substantially
constructed shall be erected at all corners of the building and
interim points as necescary. Grades and points for line shall be
clearly marked. 3atter toards chall be maintained until no
longer needed.

(4) =imilar batter boards or line stakes shall be pro-
vided for all utility lines at all bends and in no case more than
one hundred feet to another.

b. Temporary dJater and Electric Service:s

(1) It is the Contractor®s responsibility to provide
water and electricity ag he may require during construction at the
jOb Siteo

(2) The Contractor shall provide all necessary temporary
facilities and equipment from point of supply to and about the project.

(n) The route of these lires must be approved by the
Department of General “Services.

(3) waters /ill be supplied at an approved existing
connection point without charse. However, the water shall not be
wasted.,

(4) =lectrics
_ ) . elec.wiring & annaratus
(a) rurnish and install temporar‘y‘A to operate
construction equipment at the job site.

(b) The installation shall be in accordance with the
requirements of the Potomac ‘dison Power Company and the Contractor
shall pay all costs incurred for the construction of temporary electric service

and consumption of electrical energy used.
(5) Temporary Heats Provide heating units, fuel,
tarpaulins, and other items to accomplish the requirements of the
various trades.

(6) Temporary bLoor and Window Buckss Provide all
necegsary temporary bucks as required for efficient construction.

(7) Temporary Door and Window Closuress Provide as
necescary to protect the work of the various trades from theft and
damage.

(8) Temporary Office and Privy:s
/(a) The Contractor =shall provide an office suitable

for the use of persons required to inspect the work. He shall provide
it with telephone and heat and keep it clean.

1-4
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CEUDISRCTION 1. GENGRAL IBQUIRRLINTS (CONT*D)

'

. . ‘ .
_ (L), The Contractor will provide and maintain a
. sultable sanitnry vrivy for uss of his owrkmen, to be placed where
oo directeds. Al the completion of the Work it shall be removed and
the premises loeft clean. :

~ (9) <learing and Cleaning Ups The Contractor shall
at all times keep the premises free from accumulation of waste
matérials and rubbish. At the comnletion of the Work he shall
“ramove. all rubbish from and about the building and remove from
and about building all his tools, scaffolding and surplus materials
. and shall leave the work completely clean. .

.
i
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< nTION 2. 3ITH LiORE

—

-3

"ork under this 3Jection shall include, but is not limited to the

following ilems: exesvations, oround poiconinz, sravel fill.
A SACAVATION 3

1. The cite of fort srederick is a hictoric site. All excavations
and disturbance of the cround for construction should be approved by
the State Archeolocists

' 2 TYLER BASTIAN
State Archeolozist
waryland Geological Survey
The Johns Hopkins University
daltimore, laryland 21218

2. 'The Zontractor should notify the Architect at leact 7 days
vefore he plans to break ground for the construction.

3. The entire excavation process should be made aceessible
for the Stats Archenlosist or his representative and the Architect
for examination of possible historiecal remains. Any delay in
construction caused by these examinations will be considered
additional days to the contract time at no fault of the Contractor.

e Trees left on the building site are to remain.

5« Trees to be ramoved, cut into lenzth for fireplace and storad
on Park site, where directed.

6. FRxcavations are restricted to the areas shown on the drawings:
a., Crawl space of “ast and ‘West Barracks.
be foundations and footings of structures.
c. Utility lines.

7. The excavated earth should be removed from inside of Fort
and stockpiled within the State Park as directed by Park Superintendent.

9. Take up existing ctone foundations where Barracks will be
reconstructed; clean and reuse stone at new foundations and chimneys
as schown on the drawincs. p

9. Do not grade site! DBuild foundations to existing site condi=-
tions. (iece, Finish first Floor =<levation is 1'-0" above the
highest point of existing grade at the building line.)

10. The bottom of all excavations for column footings and wall
trenches shall be perfectly level.

' 11. No fillingz will be permitted under any footings, under any
c%roumstances: should excavations be made too deep they shall be
filled to the required level with concrete at the Contractor's
expense.




prq‘ A
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“bo ttom of subzrade shall be removed.

_ bucket power shovel will be considered as rock excavation, &and
“will be paid for on 2 unit price bhasis, as elsewhere mentioned.

uzed as far as vracticable at such other places on the work as may

layinz of a washed and ungraded gravel fill or an absorbent material

Sag »u\.,m,,t e s u“ ik fau n(\d« e aeay e e it e e e .‘»,-;,‘.:-lr. F u.d;i}..u.....x;‘ N x!--u\n~Lt¥m-’ﬁ.ﬁhn§%-&lﬁ‘k‘r Miced padt o 1l PR e et A TP I )
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- SRMCTION 25 SIT: WORK (£0NT*n) o _ o T T
12. should the bottom of the eéxcavations’ be made soft by -. ., ~.
rain or other water, this =subcontractor shall remove sof't soll T

before laying concreta.

. "".k . 3 L “l ’ ' ..I
C13. Unmuitable materials encountered in excavation below the v

14. Rock or boulders that cannot be removed with a % cu. yd.

-

15. All'nuitab1@ materials removed from excavation shall be

be necesgary. Unsuitable materials shall be disvosed of to the
satisfaction of the Architect. ZIxcavated materials not required
for filling or grading shall be removed from the site.

16. If unfavorable eartin conditions are encountered at the
footing levels, this condition shall be immediately reported to the
Architect, who shall determine the method of procedure and so
advise the Contractor. Charge for extra work and deductions shall be
made in accordance with the unit prices named in the contract.

17. All excavation work shall be inspected and approved by :the
Architect before starting foundations.

18. when freezing temperature may be expected, excavation shall
not be made to full dputho 1nd1catpd, unless footings can be poured
immediately after excavatln¢ work is completed; if the excavations
have been carried to the required depths and concrete cannot be
immediately deposited, the bottoms of excavatinns shall be protected
from frost by suitable means. Any protective covering so placed
shall be removed immediately before concrete footinys are placed.

19. All excavations must be kept free from water at all times

and the Contractor shall provide and maintain pumps, power and
attendants for this purpose.

B 3ROUND POLISONING

1. Waterials: One of the following so0il poisons shall be used
to prevent attack by subterranean termitess

a. ﬁen21ne hexachloride, 0.8% in water emulsion.
b. Chlordane, 1.0% in water emulsion.
c. Dieldrin, 0.5% in water emulsion.

2. Applications

‘a. Under Slabss Apply 1 to 1-1/2 zallons per 10 sq. ft. as
overall treatment under thn slab.or, if apnllcatlon is made after the

B I S RETE R ERIPRINRPRRN . o -
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el HRECTION 2. AITW WORK (CONT' D)

:Quﬁ such as cinders, increase rate of application to 2 gallons per
- 10 sq. ft. At points where heating ducts or plumbing pipes pierce
- the slab or at other nlace: where the slab is broken, increase the
rate of application to 4 gzallons per 10 sg. ft. Pour slab ag soon
af'ter treatment as possible.

by, At foundation Wallss In the foundation wall trench on
each side of the foundation wall for a distance of one foot, apply
poisoning at a rate of 2 gallons per 5 lineal feet, per side,
one-third of the application bheing made before any backfill is

. installed, one-third when half of the backfill is installed and
the remaining poisoning when the trench is virtually filled.

Ce GRAVIL FILL UNDiZ CONCRETE SLABS ON GROUND

vashed gravel or crushed stona all passing 1-1/2" screen,
all retained by Mo. 4 screen, thoroughly compacted to smooth
level surface, 4" minimum thickness.
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HOPION. Je CONGR:T:

viork under this Section shall include, but is not limited to the
following itemss [ormwork, Concrete Reinforcement, Cast-in-Place
Joncrete. :

"A.  FORMWORK

1. This work shall conform to Chapter & (ACI 318-71) result in
a final structure wihich conforms to the shape, lines and dimensions
of the members as called for on the plang, and shall be substantial
and sufficiently tight to prevent leakage of concrete. They shall
be properly braced and/or tied together so as to maintain position
and shape. ‘

2. Resin overlaid plywood, 5/8" minimum.

3. Tape Jjoints.

L, Apply two coats epoxy surfacing before pouring.

5. Do not place metal within 1-1/2" of exposed face
Be CONCRETE REINFORCENMENT

1. Reinforecing steel shall be new billet steel of intermediate
grade and shall conform to the requirements of the "“Standard
Jpeclflcatlo“ for Billet-3teel Concrete Reinforcement Bars" of
intermediate designation ASTH A615.

2. Uelded Wire Fabriec shall conform to the requiremenfs of
the "“Standard Speoifications for Cold Drawn Steel Wire for Concrete
Reinforcements". Se rial designation A-82 of the ASTHM.

3. ~Concrete slabs on the plans shall be reinforced with 6x6
6/4 sauge wire mesh at 1-1/2" from top of the slab, unless designated
otherwise. Place wire mesh, lapped 6". '

L, Reinforcing shall bhe free from rust, scale, grease, clay or -
other coatings and foreisn substances which may impair their bond
with concrete. '

0. CAST-IN-PLAGE COMNGRETDE
1. Nateriélgz

. A. Cement whall be standard brand of Domestic Portland
Cement, which meets the standards of the American Jociety for the
Testing of bhiaterials (A.3.Te.0.). Portland cement (ASTH C-150),

T . " ‘

Type 1.

: b. A79reqate shall conform to "Specliloatlons for voncrptey'f
Aggregates" (ASTK C-33) or to "3pecifications for Light-weight
- Agaregates for Structural Concrete" (ASTH C-330). Maximum size of
aogrenatp shall be not larger than one~fifth of the narrowest -~ -~
dimension between sides of the forms and the reinforecing bars, nor. =~
larger than three-fourths of the minimum clear spacing betwepn ‘
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SI
CONCRETE

fresh and free from injurious
salts, or organic matter or

BT . Ce Water shall ba clean,
Lot amounts of oilw, acids, alksalies,
- other substances.

S : ‘d. .Chemical Admixtures shall conform to the requirements
" of .the "3tandard 3pecification for Chemical Admixtures for Concrete®.
Desicnation CU94 of the ASTH. ’ ‘
2
.© 3, ‘Provortions of Concréte.
“a. The proportions of cement and water shall have a maximum

“water cement ratio ms called for in Table 4.2.4 (ACI 318-71) for
' non-air entrained concrete and air-entrained concrete as followss

Comprecsive

Non-Air-#ntrained

Alr-Fntrained

Claes

A

Strength

3000 puSnio

Concrete

6.6

Concrete
Gal/ol # bag

5.2

U. 3.

b
volume.
. ‘“' \:l .

- “c. *.The proportions of asggregate to cement shall be such as
to produce 4 mixture which will work readily into the corners and
angles of the forms and around reinforcement with the method of
placing employed or the work, but without permitting the materials
to segregate or excess free water to collect on the surface. The
methods of measuring concrete materials shall be such that the
properties can be accurately controlled and easily checked at
any time during the work.

Air content shall be maintained at 5 to 6 percent of

L, "Testinz of Concrete.
a. All materials and equipment used in the construction:

shall be subject to adequate inspection and testing in accordance

with accepted standards. Test of concrete shall he made in accord-
- ance with ACI requirements except that one set of four cylinders
" shall be made for each 100 cubic yards or fraction thereof of

concrete placed ir. any operation. The tags and test reports will ‘ ,
. indicate date, location of pour, slump and supplier and design ‘ ;
atrength. : . ’ KR

. (1) ™o (2) cylinders of each set shall be tested at C
seven days of age. The second two (2) cylinders shall be tested at
"o 28 days of age. . : .

Vo
I

{f?Aﬂﬁ‘ - (2) Testing of the materials, equipment, and cdhéretéﬂ?, um~wL
oy cylinders .will be performed by a laboratory or testing agency sélected t.:
by the . Owner at the.expense of the Contractor,. , . SRS

b
o el B T TR
L . i EE
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L be  Pallurec < If any teést indicates weak conerete, the
27 Contractor shall take immediate action to corract the proportions .
“w . of the concrete mix .or correct conditions which were responsible -
for tha failure. Hembers in which the defective material was used
‘chall be field tested at the Contractor's expense and if such tests
‘show the strenzth of these members to be inadequate they shall be
. removed and replaced at the Contractor®s expense. Load test shall
- be made in accordance with Thapter 2, "Load Testz of Structures"
-of the "ACI Standard 3Building Code quu1rpmont for Reinforced
nonerete" (ACI. 312%-71), 1971.
" Coe Slumn Trats -~ Slumn tests shall be made by the Contractor
to determine consistency of fresh oonpr@tn and to check uniformity
"~ of concrete from batch to batch. Slump tests shall be made as
followss

(L) First batch of concrete each day.

(2) “nerever consistency of concrete appears to vary
considerably from normal. .

(3) #henever ecylinders are made.

Alllslump tests shall be made in Aaccordance with ASTY Specifi ation
A-] l-'%.
<. The allowable zlump limits shall be between 3" and 6". If the mix
Vv does not meet this requirement, it shall bhe made to do so by altering
© the amount of fine avorecata in the mix and not by chansine the ,
watar-cement ratio. This adjustmeat shall be made at the "batching
nlant" 1o materials snall be added at the site. Tests should be
nade by the concrets supplier prior to beginning delivery to
determine the nrOnortlons of azgregate required to produce the
slump ¢ nnclflnd above.

x : 5. DELIVEARY, 3TORAZE, HANDLING: All new materials delivered,
' stored and handled so as to prevent inclusion  of foreign materials .
or damage of materials by water or breakage. Packaged materials R
deliverad and stored ia orizinal packages until ready for use. : o
Packages or materizls showing evidence of water or other damaze: : S
to be rejected. o :

6. Concrete ilixing and Placinzs
a, Joncrete shall be mixed and placed according to "Recom-
.. mended Practice for ieasurinz, ixing and Placing Concrete" (ACI e
% "61h4) and Chapter 5 ACI 313- 71. _ A : R
b, . Mo mix olacpd more than ono hour- after water added. ' '

. ;._c--;Aorolerafln” &*ont~ nrnhlbltnd, ancolutely.- “Vw“

aff"fﬂd1“ Convey.and place 50 as to prevaht ﬂeparation of.ihﬁrediénts.,ﬁ:

AT e *é.f'quoe in norLzontal'layer and thorou"nly puddled and o _:15'
ﬂtamped to secur@_solld, homo"enpous mauo.ﬁg.. B

A

_%_q' g
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f. DOeposit continuously until entire section completed.
- . ) 2

T. - Zompact with mechanical vibrator to full depth of sach

layers

he Repove all foreizn matter and water from footinsg trenches '
taforn placing. : :

1. Secure apchitect®s anoroval of trenches before pouring
o footinzss ' o ‘

js Mo concrete placed on frozen ground.

k. Place concrete only when temperature is 400F, and rising
unleas approved by architect.

1. Otherwise, if apnroved, heat and maintain heat in all i
material to 5097, winimum for 72 hours.

7. Curing: concrete shall be maintained above 50°F and in a
moist condition for at least 7 days after placing (3 days for high
early strensth concrete). Adequate equipment shall be provided for-

: protecting the concrete during freezing or near-freezinz weather.
ouring hot weather, steps shall be taken to reduce concrete tempera-
ture and watsr evaporation by prover attention to ingredients,

Lo production methods, nandling, placing protection and curing.

o
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,UTION u. MASONRY

M Work under this 3ection shall include, but is not limited to the
, . following itemsi Iliortar, Brick Masonry, Brick Pavers, Concrete
T Unit {aszonry, Rough Stone, rlagstone, Flue Lining.

A. [ORTAR
1. All mortar shall conform to the ™tentative Specifications
for Mortar for Unit lasonry" (AST: C-270).

2. All ingredients shall meet the appropriate ASTI Specifications
as follows:

a. Portland Cement (A5THM C-150 or C-175).
B | b, Lime (A3Ti C-5 or C-207).
ce  Sand (A3TE C~1hb),
d. ‘Water used in mixing shall be clean and fit to drink.

for Hollow Units Below Grades 1 part Portland Cement,
1/b cart lime paste, not more than 3 parts sand.
For Brick and Hollow Units and Stonework, Generallys 1 part
Fortland Cement, 1 part lime paste, not more than 6 parts sand; or
1 part masonry cement and not more than 3 parts sand.

S L, HMixing: Proportion by volume, mixing cement and sand, then
lime, then water. All mortar shall be thoroughly machine mixed for
a perlod of at least 5 minutes after all materials have been placed
in a mixer desizned for this purpose.

5. Time Limit - All mortar shall be used and placed in final
position within 2% hours after mixing when air temperature is 80
dez £ or higher, and within 3% hours when air temperature is less
than 80 deg . liortar not used within these time limits shall be
‘ discarded. ‘

. _ : 6. Color mortar with yellow ochre to the Architect's approval."

Be BRICK I'A30HRY

l. RBricks All brick for exterior and interior work shall be
. modular in dimension (Nomlnal dimension including standard mortar
joint for all dimensions shall be 2 3/4" x 4" x 8 1/2n), Facing
: brick shall be used for all exposed brick. Brick shall be of
. - quality equal to Calveért, Typet Handmade sand moulded as manu-
-, .. " factured by the Cushwa Brick and Building Supply Company, or
7+ brand 1776, Types moulded as manufactured by the Glen-Gery
Corporation. Colors will be selected by Architect.

2+ Fire Brick shall, conform to ASTM C-?l Standardq. L llf"




SECTION 4y HASONRY (CONT'D)

’jon mwortar Jointss Standard thlckno s of mortar. joints for béth

“horizontal and vertical joints shall be 3/8". Vertical joints shall

~ be filled to full face thickness and shall be shoved tight. Full

mortar beddinz shall be usied for all brick joints. Furrowing shall
not be permitted. Nortar joints shall be struck off flush with

wall surface.

4. workmanships

a. All chimneys shall be true and plumb and built to the

" thickness indicated on the plans. ithere no bond or pattern is
"indicated, the wall shall be laid in bonded courses accurately
- spaced and with each course breaking joints with the course next

below. Xach unit shall be shoved into position and adjusted to its
final position while mortar is still soft.

b. Prohibited practices: "Buttering" corners of units;

"throwing mortar uﬁldpln s into joints; slushing; deep or excessive
-"furrowing® of bed joints; shifting p031t10n of units placed by ‘

©tapping or hammering.

5. Sample Panel: The Contractor shall erect on the site of
the project, where it will remain undisturbed until completlon of
the job, a sample panel 4 ft. by & f£t. minimum size, using the brick

. masonry units, bond or pattern and the kind of 301nt° to be employed

in the project. Upon approval of the sample panel by the Architect,
subsequent work shall conform to same.

€. Protection:

a. Cold weather: No brick shall be erected when the
temperature is 35 degrees F or below or when the temperature is 40
degrees F and falling, except by written permission of the Architect.
No frozen work shall be built upon. Masonry shall be protected fron
free21ng for a period of 48 hours after being laid.

b. Generals Surfaces of masonry not being worked on shall
be properly protected at all times. At the stoppage of work at any
time, the top of construction shall be covered with a strong water-
proof membrane well secured in place to prevent rain from entering
the wall. Adequate provisions shall be made during construction

to prevent damage from wind.

7. Cleaning Kasonrys liasonry Jjoints pointed or repointed where-
necessary; surfaces thorouvghly brushed or scraped free of dirt,
mortar or plaster and foreign materials. Discolorations and other:

-objectionable surface defects thoroughly removed. Secure approval
of Architect before cleaning exposed work. Use no ac1d.
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"Ce  BRICK PAVERS S x : I

< 1. Brick Pavers shall be equal to Calvert 3and Moulded Brick
~Paver, as produced by Victor Cushwa & Sons, Inc., Williamsport,
Yaryland. ‘

a.  Brick shall conform to ASTM c216.
b. . Brick shall We Grade Ii.
¢. Color shall be selected by Architect.

. 2. 23rick Pavers setting 3Beds 1 part Portland Cement, 3 parts
sand. Colorinz shall be added to the Architect®s approval.

e b ox Lo sémple panel is required.
L., Layed in diagonal-flat pattern as shown on drawings.

D. CONCRETE UNIT KAZONRY
!

1. Concrete Blocksi: Concrete blocks shall be modular in dimen-
siong. Units shall be sound and free from cracks, chipped edges or
other defects that would interfer with thelr proper setting or impair
. the gtrength or durability of the construction. Hollow rectangular
" conerete units shall conform to "3tandard Specifications for Hollow

* Load=-Bearing Concrete liasonry Units" (ASTW designation C-90-70). All
concrete masonry units shall be delivered to the job site in an air-
dry condition with a moisture absorption ratio not to exceed 30
when tested in accordance with Federal Specifications. All block
below finish floor level =shall be grade N-l.

2. Workmanship: All masonry walls shall be true and plumb and built
to the thickness and to the bond or pattern indicated on the plans.
The walls shall be laid in straight uniform courses accurately spaced
and with each course breaking joints with the course next to its
final position while mortar is still soft. Any unit disturbed after
‘mortar has stiffened shall be removed and relaid with fresh mortar.

. ‘3. Hortar Jjoints: Standard thickness of mortar joints for both
horizontal and vertical joints shall be 3/8 inch. Vertical joints
shall be filled to full face =¢hell thickness for concrete masonry
units and shall be shoved tight. I[uwll mortar bedding shall be used
above any solid surface. Furrowing is not permitted.. .

‘E.° ROUGH STOW: .

1. nNative sandstone shall be used for the top of exterior wéll,
top of post foundations and for the fireplaces up to the attick level.

G . -+ 2+ FExisting stone foundations may be cleaned and reused where
©W, . e . . h
g @@%ypractlcal.l~ ' :
: L

.




Jrrostden smrnsmm -
.‘ ' ’ . '
| 3RCTION 4. LASOMRY (CONT*D)
4}““} . . . )
R . 3. rortar shall be used as described in Part A of this Section.
o . e All bedding and joints shall be full and.stones shoved and
) fit tight in wall. :
S. All joints shall be struck off flush with wall surface.
6.  Stones should be coursed at approximately 2*-6" vertically.
¢ 7. Rubble work and roughly squared stone work is layed up o
o with field stone or vough quarry stone. All ‘hand dressing and
rough squaring shall be done in the field by masons.
8. A NWv x 4 (min.) sample panel is required.
9. 0Golor will he selected hy Architect.
10. Protection: a= specified in Part B, 6 of this Section.
11, Cleaning: as specifiled in Part 3, 7 of this Section.
12. Delivery, Storage and Handling: as specified in Part C,
5 of Zection 3.
2. PLAGSTONZ
e 1. Hative sandstons shall be used for the hearts of fireplaces.
2. 2%" minimum thicknese, layed in irrezular (fitted) or seim-
irrec-ular pattern.
3. Lortar thickness shall be 13" (min.) and conform to the
standards described in Part A of thls Section.
L, Joints shall ‘be no more than 13" wide and pointed flat.
S« An apnroximately U* x U4* sample panel is required.
6. Color of stone and mortar will be selected by Architect.
‘ . 7. Protection: as specified in Part 3, % of this 3ection..
3. Cleaning: ag npec fied in Part By ¥ of this Section.
| 9. Delivery, 3toraze and Handlings as specified in Part ¢,
w. - 45 of Section 3. ' _
e G FLUZ LINING. : B . . , S
Ry . 1. -Hard burned fire clay products free from undue warpage, deep’
I cracks, Spllts, bllqtnrq or othor objectionable gstructural defects.
‘ . , " s oy
2. ' .3ize uhqll be as chown on drawingzs (modular) ";3‘;: Dol
e o D TS
'whq C 3. Chlmney flue llnlng. 1811 be continuous of slzn shown on CLy
woed "w1ngs. ) R . ‘ o R
: '..,:(;" . . v - "»aA ’4._.14. . L . '}:l..:..:;“.\‘




AMCTION 6. 100D

The work under this scction shall inelude, but is not limited to the
following itemss Carpentry, iraming, 35idinz, Architectural ‘Joodwork.

As FINIRAL
1. Aarading Requirements.

a. “rade 2and Trade [ark: Use only lumber stamped with a
recosnized official mark of the association under whose rules it
is egradnd,

be olsture Contents rfor framing lumber and millwork, rot
to excred nercentaze established by Lumber Association under whose
rules material used is sraded; but in any case not more than 19%
Ffor fremin~ lumber and 117 for millwork.

: c. Lumber Qualitys Sound thorouchly seasoned and free from
warp that cannot be corrected in procesa of brideing or nailing.

2. lorkmanshin.

a. Use hand tools on all expogsed woodwork. On unexposed
works use hand tools whero practical.

be All boards, nlanks, sheathing, sidinz, interior millwork,
furring strins, etc. to be band sawn. Do not use chain saw or circular
#aw on exposcd woodwork.

c. All timber to be adzed and hewed to the Architect's approval.
3. Preservative and Pressure Treatment:

as All unexposed wood shall be pressure treated with a
preservative in accordance with American Jood Preserver®s Institute
standard LP-2. Surfaces cut after treatment shall be brush coated
with preservative.

b. All wood which comes in contact with masonry and other
cut surfaces, where anplicable, a liberal amount of O03L0 wood
preserving compound should be applied. (030 Plastic Products,
sllicot Street, Buffalo, ile Y.)e

he 3torage and Protection:

as Otack lumber and millwork to insure proper ventilation,
drailnage and protection from weather.

b. Frotect kiln dried material from dampness during and
after delivery.

cs Store under cover, not exposed to extreme temperature
and humidity changes.

6-1
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10.

11.

12.

W00i) (Coiil*'D)

Usis
Framing Lumber
Subfloor

Lxterior wall
sheathing

vindow and door
Frames and trim

Sxterior siding
and adjoinins trim.

Other interior trim
and frames

Interior stair

Ade Rail

b. Treads, risers,
platforms &
stringer

“xterior and
interior doors

Window 3ash
Timber (floor
beams, rafters,

bunks)

loor boards

furring Strips

wO0D ¢

(Notes
3RADZ
Const. 1500 psi fs

Plyscord, ext. glue,
C-Dy 5/8"

sxts med. density
overlaid, 5/8" or
Plyscord, ext. glue,
c-D, 1/2"

C and better

1/2" clap board, band
saw textured face
random width, but not
more than 7" exposed
boards, certified kiln
dried clear all heart,
verts.s gr.

Clear

Clear,
Clear,

(thickness shown)
(thickness shown)

Clear (thickness shown)
Clear (thickness shown)

Clear (thickness shown)

Clear, 6/4" random width
band sawn,

Constr. 1/4" random
width

6=2

D means Douglas Fir)

SPECIZS
DF

DF Plywood
DF Plywood

DF Plywood

Poplar

Poplar

Oak

Native

Oak
Oak

Native
Native

Native Qak
Hemlock or
Poplar

Native Oak

Native Oak

Hemlock or
Poplar
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$UCTION 64 00N (CONT D)

Co  MRALINGS

1. Cut square on bhearings, closely fitted, accurately true to
lines and levels shown, rigidly secured in place.

2. Provide 2 x 6 blockinz between joists at edges of all
plywood sub=-floor underlayment.

3« Comnletely enclose ends of joists and rafters framing into
exterior walls with metal armored fabric to protect from moisture.

4. All unexposed wood shall receive, in the mill, treatment
against decay and for water repellency in accordance with Commercial
Standards €2 262-63 specifications (Three-minute Immersion Process).
iranufacturer shall iscue certificate of conformance with above
commercial standard.

5+ All joints nailed and glued with waterproof glue, corners
mitred.

6. Puttying of poorly fitted joints not permitted.

7. Belt sanded all sides to smooth surface without knots,
nicks or marks of any kind.

2. Protect frame:- with heavy huilding paper immediately aftar

installation and urtil all work is completed.

9. Prime frames as directed by Architect before building in,
zetting sash and glazing,

De PLYUO0D SHEATHING AND SUBFLOORS
1. Face zrain perpendicular to supports.
2« Plywood continuous over two or more supports.
3. Jointe only over bearing and staggered.

L., Secure subfloor with deformed shank nails, set 1/16", 6%
O«Ce panel edges, 10" o.c. intermediate.

So  SIDINHG

1. TLay tight, blind nailed with 8d box nails where lapped, face
nailed with cut nails. Two nails per bearing.

2« Full lensths of material, edges plumb and butted closely
and neatly azainst frame: or trim; cut evenly at reveals.

3. Caulk continuously around openings before siding placed.

6-3




SICTION 6. 200D (CONT*D) R

]

o ARCHIT=CTURAL wWO0QWORKY

1. Assembled and finished at mill or on site where practicable,
to the Architect's approval.
2. All finish surfaces free of machine marks.

3. Cut nail heads and do not £fill holes with putty, on finish
surfaces.

4. 7“rect work plumb, level, straight, true and square. Joints

ticht and formed to conceal shrinkage.

5. Door and ¥indow trm in single lenzths without splicing,
corners cut ag shown on drawings. )

6. Running tinish in long

lenzths, scarf jointed only over solid
supports. :

7. dorkmanshin to meet highest standards of trade.

NI
[y Y
ke
Yo and
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SWCTION 7. DHEAAL & MOISTURE PROTECTION

Tha work under this section shall include, but is not limited to
the followinz items: Ruilding & Roof Insulation, wWaterproofing,
Vapor surner, %“ood Shingles, 3Sheet etal, Caulking & Sealants.

lBU ILDING & ROOF INSULATION

A,
1. InVStud vlallss 2" fiberglas blanket, foil enclosed.
2. Under Roof 3heathing, between rafterss 4" Balt type
insulation. Balts shall be spun rock wool as manufactured hy

U. 3. Gypsum or gzlass fiber insulation as manufactured by Zonolite.

8. FOUNDATION WATIRPROOFING

1. aterproof foundation walls on the exterior face from the
footing up to 3 inches below grade level with 3/ inch of i or S
mortar applied in two coats and cupped at the bottom over the
footings to divert water from the wall. .

2. Apply 1 coat of bituminous dampproofing material over
narzing. Dampproofinz shall comply with ASTi D-449, Type A.
2. VAPOR BARRIWRs Polyethelene lembrane, .006" thickness, rolls

as wide as possible. Lap 2'-0" minimum. At exterior walls, bring

~above level of slab and cut only after pour.

HO0D SHINGLLS

D
1. and made oak shinzles.
L P 'Twobiayers of eisilcraft paper or two layers of 30 1b.
roofing felt, apnlied under shinzles.
3.  Shinzles laid 10" maximumlto the weafher on 1ohgest'roof

slopes.

ho Mo roofing felt under starter at eave. '

5. 18" wide 30 1b. felt over each course of shingle, 1apping
shingle L*.

6. Space shingles 1/4" apart, laying froe end up.

7. At hips, lap shingles on adjacent roofs, lap direction to
the prevailing wind and shave overlap smooth. ILay up sample for
aprroval.

. 8.  Hips ghall not be capped with shingles, i.e., .no "Boston hips.
9. _ %ecure free edzes of shingles with suitable tinted adhesive.
‘W¥y  10. laid by experienced roofer.
o - : o . R _
.7 11. .Use hot-dipped zinc 6d box nails, heads not driven ‘into shakes, |-
o two per shingle, 3/4" max. from sides. :
“I‘a: " s .' ‘!:”'. Cea . o X -. s 7—_' ; B e .r;.,‘ . ) ‘.~ 3 J; ) " ‘7‘\ ":.:"A «




e

30TION 7. TLDNRLAL & J.0ISTURT PROTECTION (CONT*'D)

1,
20 oz, 1

2

to the ¢
cally sh
on the d
item to
tyves Dbe
that wil

3
“hOoWne
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traction

-
&
VAL

or seams

(3 .
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Joor :ill lashine, flashings, counterflashincs, curbs, ete.:
enad coated conner.

Accorgoriess Provide accessories or other items essential
ompleteneas of sheet-metal installation, though not specifi-
own or apecified. All such items, unless otherwise shown
rawines or epecified, of the same kind of material as the
which applied. [2ils, screws, and bolts =shall be of the

«t cuited for the purpose intended; shall be of a composition
1 not «upport salvanic action in the installatiorn.

Zrake flashince with eclean, sharp, true bends, to profiles
Instnllation madr with full resard for exnansion and con-
to avoid huekling and to maintain watertizht conditions.

A1) corners and anzles prefabricated so that no open gaps
ocecurs,

Inatall flachin~ and counterflashinsy at aAll interesections

of roof with vertical surfacen.

~
1
e

rue

b
ana

o
o N ]

nefore 1

@ |
d/ e

tion wal

Head flachin brake formed in shop with crisp, straight
an~lec to prolfiles chown.

Prime all sidee of copperhead flashing with zinc chromate
natallation.

Provids wire-ccereen vents, inside opening in stone founda-
1l

Se  CAULKIRZ AND SEALANTE

1.

daulking

e
.

weather

3.

0il ace Caulkinz Compound equal to Pecora Architectural
fompournd .

1

Readily worked and unaffected by vibration or exposure to
cha neoag,

To form thin, touch, elactic film on surface, to remain

nermanently plastic undarneath.

L

5e
and drye

e
7-

Jon=staininz, to match adjacent work or color.

Joints and spaces to be caulked must be clean, free from dust,

Caulk Jjointe bafore final finich applied to adjacent work.

e

apply compound with sun having proper size nozzle or with

knife ac required,

7=2




BCTION: 7457 THNSRUAL & OLSTURS PROTSCTION (coHT)

3¢ Use sufficient pracsure to fill all voids and joints solidj
superficial nointins of joints with a skin bead will not be accepted.

9, Remove exceco caulking and leave surfaces neat, smooth and
clean.

10, Upon comnletion, caulking to have a smooth, even finish.
A1l caulked joints to be watertizht.

£r3




THCTION 8. QLAST, GLAZING & HARDWARS

™
qw Tho work mndrr this gection ¢ghall include, but is not limited to
the following itemss 3Jlase, Glazinz, Hardware.

A. 3JINIRALs  ior wood doors and frames and wood windows and frames
aee Section O. 100D

De ILATS % GLA7Z

—

NG
1. iAaterials:
as The slace may be salvaged defected glass and may be
obtained from estmoreland Supply Co. in Greensburg, Pa. or
imported fron V. Germany. (Address of importer will be supplied
by Architect).

b, ZFlass eamnle is required and is subject to the
Architect®s z2pnroval.

ce Putty shall be mixed with oil to prevent its drying
outs (Peds Spece TI=P-791A)

2. lorkmanships

1. Do not set glass urtil rabbets have been primed and
priming is dry.

b Back putty sash, putty all edges of glass, clean off
exceas putty.

c. Putty to comnletely fill all apertures between glass and
wood frame.

e HdARDVARZ
l. General:
see drawings and details for items requiring hardware and
installation details. Include all finish hardware and related items
neceszary to complete work shown and specified. Submit schedule of
all finish hardware for approval.
2+ Schedule:s
a. etals All hardware shall be handmade wrought iron or
hot rolled steel coated with black wax. (The wax may be obtained
from i.r. Carl 3. 3chultz, RFD 1, lt. Pleasant, Pa.)
be Submit samples of all hardware for the Architect's approval.

ce Exterior hingess Strap hinzes as shown on drawings.

8-1
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qLASS, GLAZING & HARDWARZ (CONT'D)

d. Interior hinrcess

. shown on drawins.

Ry

e Locksy

f. Hooks:
will be determined

¢
-
P
Seow )
L
i
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L
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D
.
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L4 33 - .
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rim locks.

as shown on drawingzs.
at the site.

‘butterfly hinges, loose pin butts as

Location and quantity




SA3TION“96 " FINIIHNS

The work under thie Jection shall include, but is not limited to
the followin~ itenss Lath & Plaster, Wood Flooring, Painting.

Ae LATH & PLASTIR
1. Generals

section 4, A. (1) A3STH requirements, (2) ingredients,
(%) mixing and (5) time limit are applicable for the plaster
specified herein.

2. ood ILaths 1/4" random width, white pine. The width of
the lath may vary from 1 to 2 inches and is spaced not more than
1/2" apart.

3. Applications

a. Base coat shall consist of 2 parts hydrated lime putty,
1 part portland cement, 9 narts aggregate by volume. To this shall
be added 6 lbc. per cubic yard of hair or fiber. Surfaces of masonry
walls chall be free from dirt, oil, or other foreign matter and be
thoroushly and avenly dampened but not saturated. The stucco mortar
shall be forded tizhtly azainst the surface and be a minimum of 1/4"
thicks The epntire surface shall be scratched to insure proper bond
for the finish coat.

be 'hen the plaster is thoroughly set, apply the finish coat.
The finish coat shall be applied within 48 hours of the base coat
to insure proper bond.

¢+ Alternate base coat mix shall be (Dry lkix) 100 1lbs. of
finishing hydrated lime, 94 1lbs. of portland cement, 750 lbs. of
sande To this mix, add 30 lbs. per cu. yd. of hair and straw.

he “lorkmanshini

As Protect from freezing and too rapid dryinz.

be Leave all finished surfaces in vicinity of plaster clean
and free from plaster. Any material which is damaged by stucco or
stucco application shall be replaced at the Contractor®s expense.

ce Accentuate unevenness created by the wood lath.
B¢ WOOD FLOORING

1. 3ee Section 6, A and 3 for quality and grading requirements
of wood floor boards.

2« Place felt between subfloor and finish first floor.

3. Starting of installation in a ziven area implies acceptance
of the subfloor in that area.

4, BSubmit T%G strip flooring sample to Architect for approval.

9-1




.. SECTION 9.

'FINISHES (CONT*D) ..

C. PAINTING

l. Materials:

Qe

Paint, Varnishes, Stains:

(1)

Benjamin Moore, Samuel Cabot, National Gypsum,

Marietta Paint and Varnish, and as noted herein. ,

varnishes,

De
colored to

(2) Highest grades, paints, sealers, stains, waxcs,
pure shellac.

(3) Colors selected by Architect.

Puttys Pure linseed o0il, white lead-whiting putty.

match finish coat.

ce Samples: '
(1) Prepare on job to the satisfaction of the Architect.
: (2) wWood finishes on samples of wood to be used in
building. .
' (3) If required, small portion of wall surface, 4* x 6°
painted as final sample.

2. Workmanship:

a. General:

(1)
(2)

Inspect all surfaces to be painted.

Starting of work shall imply acceptance by this

Contractor of surfaces to be painted or finished.

(3)

All work done under favorable weather conditions

and in a manner acceptable to the Architect.

No painting when

temperature is under 50 degrees.

(&)
(5)

furniture, etc.

(6)

and smoothly flowed on without runs, sags, or brush marks.

At least 24 hours should elapse between coats.

Properly protect all floors and adjacent work,

Workmanship of the very best, all materials spread
Employ

only skilled mechanlcs.

(7)
painting.

(8)

‘puttied to match color of wood. ‘ . . L :‘ﬁﬁ';gjf

it e s
. S oL g o . . S
W AR et T T

Finish hardware removed or protected before any

Wood.éurfaces cleaned. Natural wood nail holes
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SECTION 9. FINISHES (CONT'D) ' - - S

(9) All puttylng after prlme coat dry and tinted to
match finished color.

(10) Prepare finished samples on specified wood for
Architect®'s approval before beginning work.

b. Exterior Work:

(1) Wood Sidings First coat: Exterior primer.
Second and third coat:s ‘White, Clark-Fontana 0400 white.

(2) Wood doorss First coat and second coat: Cabot's

'Clear or Pigmented Shingle Stain, or Moore's Bentwood Stain.

c. Interior Vorks

(1) Apply Moore's Bentwood -Stain or equal as directed

by Architect and manufacturer's directions.

(2) Rub down lightly with "000" sandpaper.

(3) Two coats Marietta Color Developer. Buff with
"0000" steel wool between coats.

. . f ¢ oot e s : ! e
~ PR . R ' ' gt . '
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" SECTION 10. SPECIALTIFS

The work under this Section shall 1nclude, but not necesoarily be
.

limited to the followings Firefighting Deviceq, I R P!
3 ’ .‘..":’_.‘Z.: L .'

'f‘A; . FIREFIGHTING DEVICES

1, Fire Extinguisher Cabinets may be made on site from wood

- and recessed in the building wall where it is least obtrusive, as

approved by the Architect and the Fire Protection Engineer.

2. The quantity and quality of extinguishers will be determined

by the Fire Protection Engineer. o

-1 . " - '. \
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EXAMINATION OF 3]

- operation of the

SECTION 16-ELECTRICAL

SCOPE:

The Contractor shall furnish all labor, materials, equipment and
services necessary for the construction of the complete

~electrical systems.

All labor and materials, although not specifically mentioned,
but. necessary for the completion of the work and the successful
system, shall be provided as if it was speci-
fically called for.

The work under this section shall be subject to the requirements
and conditions of other sections applicable to this work.

The Contractor shall coordinate the installation of all
electrical systemg with other trades to insure proper fit and

adequate clearances.

TE:

Ae

The Contractor shall examine the site and observe the conditions
under which the work will be done or other circumstances which
will affect the contemplated work. No allowance will be made
subsequently in this connection for any error or negligence

on the Contractor's part.

REGULATTIONS AND CODE REQUTREMENTS:

Ae

All work shall conform to.the requirements of the latest editions -
of the following codes, regulations and specifications:

. American
National

Society for Testing and Materlalg
Electrical Code

-National Board of Fire Underwriters

National Electrical Manufacturers Association:
Institute of Electrical and Electronics Engineers

. Underwriter Laboratories,

United States of American
National Bureau of

Inc.
Reflector and Lamp Manufacturers'

stitute
tandardq Instltute

Standards

~The Potomac Edison Company

INSPECTION AND CERTIFICATE:

de

"An electrical certificate from an independent (non-govérnmeptai) :




1§gg;_ o ~ Marshal must be submitted to the Department of General Services
P ~ prior to or with the final payment invoice. The contractor must
o ' ' make. application for the inspection, coordinate same, and pay the .
required inspection fees. The independent electrical inspection "
agencles are not considered local authorities as referred to in
Article 7 (a) of the Department of General Services, General Conditions".

£. SHOP DRAWINGS:'

" a. Detailed dimensioned shop drawings, together with descriptive
specifications and engineering data sheet for all material
and equipment shall be submitted for approval in accordance

- with the provisions of other sections of these specifications.

In general, catalog cuts, illustrations, photographs, or samples..
of equipment specified by standard catalog numbers, will be
sufficient for specific items of equipment, unless directed
by the Architect. Should other drawings be required by the |
Architect, they shall be furnished as if specifically called
herein, '

F. GENERAL:

a. The entire work shall be constructed and furnished in every
part in a first class, substantial and workmanlike manner,
according to the full intend and meaning of the drawings and
specifications. Everything necessary for the completion of
the work and successful operation thereof shall be furnished
and installed. :

b. The general arrangement of conduit, wiring and equipment shall
’ be as shown on the contract drawings. Detailed drawings of
proposed departures due to actual field conditions or other
causes shall be submitted to the Architect for approval, and
any. such: changes -shall be made without additional cost to
the Owner. The Contractor shall carefully examine all contract
drawings and shall be responsible for the proper fitting of
materials and equipment in each location as indicated, without
substantial alteration. Inasmuch as the drawings are generally
diagrammatic and because of the small scale of the drawings, -
it is not possible to indicate all offsets, fittings and
accessories which may be required. The Contractor shall
carefully investigate the structural and finish conditions
affecting his work and shall arrange such work accordingly,
2 L furnishing such fittings and accessories as may be required
to meet such conditions. The right to make any reasonable .
. change in location of.apparatus, equipment, outlets or routing
R ; . of conduit and wiring, up to the time of roughing-in is
' ..+ reserved by the Architect without involving any additional R
expense to the Owner. oy

C16-2. e
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Tt shall be the responsibility of the Contractor to coordinate
the work and equipment as specified herein with work to be
performed and eqguipment to be furnished, as specified under
other sections of the specifications in order to assure a
complete and satisfactory installation, meeting the approval

"of the Architect.

G. SUPERVISION AND CONSTRUCTION PROCEDURES:

Qe

It shall be the Contractor's responsibility to completely
supervise and direct the work, using his best skill and attention.
He shall be solely responsible for all construction means,
techniques, sequence and procedures and for coordinating all

"portions of the work under the Contract.

The Contractor shall completely familiarize himself with

the entire project, including work of other trades, and shall
also coordinatc his work with the other trades. The Contractor
shall also familiarize himself with and conduct his work in
accordance with all other portions of the complete Contract
Documents, including, but not limited to, the GENERAL AND
SPECTIAL CONDITIONS of the Contract.

He EXCAVATION AND BACKFILLING:

Ae

The Contractor shall do all excavating and backfilling necessary
to install underground conduits included in this section of
the work. He shall establish all lines and grades required
for the proper location of the work and shall be responsible

for the correctness thereof.
utilities before starting work.

He shall check elevation of all

The Contractor shall do all

excavation of
encountered.

- method.

Care

every description and in whatever material
Excavation may be accomplished by any customary
shall be exercised that excavations are not

carried below the required elevations. Should excavations be
carried below the foundation lines or other required limits,
such excess excavation shall be backfilled with concrete at
the expense of the Contractor. Trenches shall be excavated
for all conduil lines to the lines and grades established in
the field. Banks of trenches shall be kept as nearly vertical
as possible, and shoring shall be provided if required for
protection of work and safety of personnel.

- Backfill shall consist of filling the excavated areas for

conduit lines and other structures to the required elevation
and repairing surfaces to theri original condition. The

- Contractor shall use material obtained from the excavations,

163 -




1

unless otherwise directed. Backfill material shall be free from ’ ;
roots, stumps, brush, rubbish or other objecticnable matter. ' '
No frozen material shall be placed in backfill nor shall
backfill material be placed on frozen material. No rock
shall be used for backfill within 12 inches of the top of
~ conduit or cables. All backfilling shall be carefully tamped
o " in 6 inch layers. All excavation required under this contract shall be
' unclassified; that is, the price bid shall be taken to include
T. TESTS: ’ , and cover all materials required to be excavated whether :
’ wet or dry and regardless of the character of the materials. |
' a. The Contractor shall furnish all labor, material, instruments, !
fuel and power required to perform all necessary tests. All ) ‘;
tests shall be to the complete satisfaction of the Architect. o
_ All defective material and/or workmanship discovered as a .
i result of these tests shall be removed and replaced at the. ' i
Contractor's expense and the test repeated.

. b. A thorough test shall be made in the presence of the Architect
e or his representative to demonstrate that the system is
‘entirely free from ground faults, short circuits and open
circuits; that the resistance to ground of all non-grounded
circuits, before and after connection of fixtures and equipment ‘
meets the requirements of the National Electrical Code; and ‘
that all circuits are connected properly in accordance with , i
the plans and the manufacturer's wiring diagrams. ' ‘ » .

"J.  GUARANTEE: ‘ » ' . ' 5

a. In addition to the guarantee obligations hereinbefore specified :
in other sections of these specifications, the Contractor
shall guarantee the complete electrical system installation
free from all mechanical and electrical defects for the
period of one (1) year beginning from the day of final

© ‘acceptance of the work by the Architect or beneficial
occupancy by the Owner, whichever occurs first. '

b. The Contractor shall also, during the one (1) year guarahﬁee .
period, be responsible for the proper adjustments of all
systems, equipment and apparatus installed by him and do all
work necessary to insure efficient and proper functioning of
the systems and equipment,

"K. TEMPORARY POWER:

- N N . N N . .
"o [ \ . , '

' a. The Contractor shall provide suitable temporary electrical .
- service to the construction site for lighting and power for. . BV
operating electric tools and equipment. The contractor shall ™ . .. ..
,-.pay all costs in connection with the temporary services and
ffuﬁgipay all.charges for power used, up to the time of-.final accep- N NS
w.woc tance of the entire project by the Owner. =~ . . | . I I

i
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GROUNDTNG ¢

a. Grounding shall be in accordance with the requirements of
the National Electrical Code and as hereinafter specified
and/or indicated on the drawihgs. Perforated grounding straps
will not be acceptable.

" be Provide ground for secohdary service neutral and all raceways,
devices and utilization equipment permanently and effectively
in accord with requirements of the National Electrical Code,
and as hereinafter specified. Continuity of metal raceways
shall be insured by double locknuts. All grounded neutral
conductors shall be continuously identified. All grounding
and bohding connections shall be solderless, except where
indicated otherwise on the drawings. Ground fittings at
water system connections shall have rigid clamp jaws and made
of solid bronze.

RACEWAYS

a. Conduit shall be zinc coated, hot-dip galvanized, rigid steel.
Where the word “conduit" is used hereinafter, it shall mean
rigid metal conduit or electrical metallic tubing. No conduit
smaller than ls-inch shall be used, unless otherwise indicated.
Capped bushings shall be used, or necessary precautions taken
to prevent foreign matter from entering the conduit system
during construction. Conduit shall be joined by threaded
couplings and fastened to outlet boxes with double locknuts
and bushing in a manner assuring electrical ground continuity.
For conduits passing from interior to exterior portions of
the. building or areas subjected to a different range of
temperature gradient, compound bushings shall be used.

b. All conduit. shall be concealed in walls, unless otherwise
directed or indicated. Conduit shall be run in . as direct
lines as possible, with bends made with long sweeps.

C. [Exposed conduits shall be installed with runs parallel or:
perpendicular to walls and ceilings with right angle turns
© consisting of symmetrical bends or cast metal fittings. o
'~ Offsets shall be avoided where possible, but when required,
an approved hickey or conduit bending machine shall be used.
The use of a pipe tee or vice for bending purposes shall not
be permitted.

o . " All conduit 1nstalled below grade shall be rlgid
-~ metal. 'Condult above grade shall be electrical metallic tubing

except where indicated otherw1se.” 5 . S
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e. Conduit buried directly in the earth shall be galvanized rigid
steel with bonded PVC jacket, Pittsburg Steel Co. "Plasti-
bond" or approved equale.

QUTLET BOXES AND CONDUIT FTITTINGS:

a. Outlet boxes for concealed work shall be zinc-coated or cadmium
plated sheet steel boxes not-less than 4 inches octagonal or
square, and suitable for the service and type outlet. Extra
large boxes shall be provided in accordance with the National
Electrical Code where necessary to prevent crowding of wire
in the box.

I

b. All boxes, whether outlet, junction, pull or equipment, shall
* be furnished with appropriate covers.

c¢. No sectionalized boxes shall be used.

JUNCTION AND PULL BOXES:

a. Junction and pull boxes shall be furnished and installed as
shown or where required to facilitate pulling of wires or cables.
Such boxes shall be installed in accessible locations and
shall be approved by the Architect.

WIRES AND CABLES:

a. A complete system of conductors shall be provided in the raceway
system as indicated on the drawings. No wires smaller than
number twelve (12) AWG shall be used. Any circuit without further
designation indicates a two-wire circuit. Conductors shall
be continuous from outlet to outlet and from terminal board
to point of final connection, and no splice shall be made
except within outlet or junction boxes. All conductors shall
be of the size and type as indicated on the drawings. All
wires number eight (8) AWG and larger shall be stranded. The
Contractor shall make wiring connections to all electrical
equipment requiring electrical service. Wires and cables
shall be as manufactured by Manhattan Cable Corporation,

Hatfield Wire and Cable Corporation or General Cable Corporation.

S Buildiné wire, unless otherwise indicated, shall have 600 volt,"

type RHW or RHWN insulation for interior use, and Type USE,
style RR with RHW or RHW insulation for underground installation.
- Conductors shall be sized and run as indicated on the drawings.
‘Conductors shall be soft drawn copper of not less than 98%
conductivity. . :
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c. A color coding system, as listed below, shall be -used throughout
' the. building network of feeders and circuits and used as a.
‘basis of balancing the load.

120/240 Volt System

‘

Phase ’ Color
A . Black

B Red
Neutral White

All wires used solely for grounding purposés shall have green

. color if insulated. Allmntrol wiring shall be color coded -
with wires of colors different from those used to designate .
phase wires.

Q. SPLICES:

a. The joints of 10 AWG and smaller shall be made with properly
insulated solderless type pressure connectors. Where stranded
conductors or multiple solid conductors are connected to
terminals, solderless lugs manufactured by Thomas and Betts
Company shall be used. "Scotchlock" electrical spring connections,
except that on joints and splices of lighting fixtures Ideal
"Wirenuts" with threaded metal inserts may be used.

b. The joints of No. 8 AWG and larger in power and lighting circuits
shall be of the type indented into the conductor by means of
a hand or hydraulic pressure tool. Connectors shall be Burndy
"Hy-lug", T & B "Sta-Kon'", or approved equal. For small wiring,
such as control wiring, small connections, Burndy "Hy-lug'", or
approved equal, shall be used.

R. WIRING DEVICES:

a. All wall switches shall be rated a minimum of 20 amperes at
125 volts. Receptacles shall be 20 ampere, 125 volts, single
or duplex grounding type as indicated. The following catalog
numbers for wiring devices are Bryant. Similar equipment
of Circle-F, or Pass and Seymour, Inc., will be acceptable.

Device Catalog No.
Single Pole Switch 5861
~Duplex Receptacles 5352 .

16-7
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h. Devicé plates for the above shall be .040 inch metal with
brushed finish.

c. Submit one sample of each type device and one sample of
dévice plate for approval by the Architect.

S. SAPETY DISCONNECT SWITCHES:

a. The Contractor shall furnish and install safety disconnect
switches as shown on the drawings and where required by the
National Electrical Code. Switches shall be horsepower
rated where applicable, and shall be of the sizes required.

b. Safety switches shall be heavy duty type as manufactured
by Square-D Company. Switches shall be unfused, unless
otherwise indicated, side handle operated, and shall be
NEMA 1 for general interior work and NEMA 4 for exterior work
and damp locations. Switches shall be equipped with a cover
interlock to prevent operation with cover open.

c. All switches shall be visible blade, externally operated,
» with all current carrying parts a silver or tin plated.
® e, All switches shall have provisions for not less than two
it external padlocks.

T. THERMAL MANUAL MOTOR STARTING SWITCHES:

a. Manual motor starters of the snap-switch type, containing
thermal over-load protection and a self-indicating trip-
free handle shall be furnished and installed adjacent to
each exhaust fan where shown on the drawing. The starters
shall be Square 'D' Company, c¢lass 2510 or approved equal.

U. EQUIPMENT CONNECTIONS:

a. All conduit, outlets, wiring and any other necessary fittings
A or accessories for power connections for heating, cooling and
," ' : ventilating equipment, pumps, fans, etc., shall be installed
R under this section. All motor and equipment ratings shown
on the drawings are approximate. Should equipment of different
ratings be furnished, all circuit components shall be adjusted
accordingly.

16-8 -
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FIXTURES s

Qe

W-

PANELBOARDS :

shall be provided for each outlét shown
the design and quality described herein.

A liqhtinglfixture
on the drawings, of

Fixtures indicated in the Attic space shall be porcelain
keyless type lamp holders with one, one~hundred watt A-21
inside frosted lamp. Circle 'f* catalog no. 212-0 or
equal.

Fixtures indicated on the first and second floors shall be

a hexagonal sided lantern with double thick' glass and door

on hinges having a wire closure lock.. The fixture shall be

conotructed of tin and completely hand-made.Manufactured by G. Gedney Godwin,
Box 100, Valley Forge, Penna. 19481, Catalog No. 3125.

Lamps shall be as recommended by the manufacturer. The fixture

shall be supported from the beam as indicated on the drawings

using an iron hook and spike. The design of the hanging

device shall be approved by the Architect.

Qe

X.

ELECTRIC SERVICE:.

Furnish and install, where indicated on the drawings, automatic
circuit breaker panelboards complete with enclosing cabinets.
Enclosures shall conform to standards established by Underwriters'
Laboratories, Inc. and requirements of the National Electrical
Code. Circult breakers shall have 10,000 ampere minimum inter-
rupting current rating. '

Panelboard shall be 120/240 volts, single phase, three wire witi
main circuit breaker as indicated on the'drawing. Branch breakers
shall be as indicated on the drawings.

Each panel shall be equipped with a type written directory,
indicating plainly what each branch circuit of the panel
controls.

Panelboards shall be as manufactured by Square-D Company,'
Westinghouse or 1. T e

Qe

n b.

Primary electric service will be run undergrbund by the Potomac
Edison Company to utility owned pad-mounted transformer.

Secondary electric service will be run underground at 120/240
~volts, single phase, three wire from the power company meter
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to the service entrance installation as indicated on the drawings.

All conduits, cable, fittings, etc.,, shall be furnished and
installed as required for the complete installation. The
complete service installation shall be furnished and installed
to conform to the requirements of the utility company.




